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Preface 

 
These Philippine Bidding Documents (PBDs) for the procurement of Goods through 

Competitive Bidding have been prepared by the Government of the Philippines for use by any 

branch, constitutional commission or office, agency, department, bureau, office, or 

instrumentality of the Government of the Philippines, National Government Agencies, 

including Government-Owned and/or Controlled Corporations, Government Financing 

Institutions, State Universities and Colleges, and Local Government Unit.  The procedures and 

practices presented in this document have been developed through broad experience, and are 

for mandatory use in projects that are financed in whole or in part by the Government of the 

Philippines or any foreign government/foreign or international financing institution in 

accordance with the provisions of the 2016 revised Implementing Rules and Regulations of 

Republic Act No. 9184.  

 

The Bidding Documents shall clearly and adequately define, among others: (i) the 

objectives, scope, and expected outputs and/or results of the proposed contract or Framework 

Agreement, as the case may be; (ii) the eligibility requirements of Bidders; (iii) the expected 

contract or Framework Agreement duration, the estimated quantity in the case of procurement 

of goods, delivery schedule and/or time frame; and (iv) the obligations, duties, and/or functions 

of the winning bidder. 

 

 Care should be taken to check the relevance of the provisions of the PBDs against the 

requirements of the specific Goods to be procured.  If duplication of a subject is inevitable in 

other sections of the document prepared by the Procuring Entity, care must be exercised to 

avoid contradictions between clauses dealing with the same matter. 

 

Moreover, each section is prepared with notes intended only as information for the 

Procuring Entity or the person drafting the Bidding Documents.  They shall not be included in 

the final documents.  The following general directions should be observed when using the 

documents: 

 

a. All the documents listed in the Table of Contents are normally required for the 

procurement of Goods.  However, they should be adapted as necessary to the 

circumstances of the particular Procurement Project. 

 

b. Specific details, such as the “name of the Procuring Entity” and “address for 

bid submission,” should be furnished in the Instructions to Bidders, Bid Data 

Sheet, and Special Conditions of Contract.  The final documents should contain 

neither blank spaces nor options. 

 

c. This Preface and the footnotes or notes in italics included in the Invitation to 

Bid, Bid Data Sheet, General Conditions of Contract, Special Conditions of 

Contract, Schedule of Requirements, and Specifications are not part of the text 

of the final document, although they contain instructions that the Procuring 

Entity should strictly follow.   
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d. The cover should be modified as required to identify the Bidding Documents as 

to the Procurement Project, Project Identification Number, and Procuring 

Entity, in addition to the date of issue.  

 

e. Modifications for specific Procurement Project details should be provided in the 

Special Conditions of Contract as amendments to the Conditions of Contract.  

For easy completion, whenever reference has to be made to specific clauses in 

the Bid Data Sheet or Special Conditions of Contract, these terms shall be 

printed in bold typeface on Sections I (Instructions to Bidders) and III (General 

Conditions of Contract), respectively. 

 

f. For guidelines on the use of Bidding Forms and the procurement of Foreign-

Assisted Projects, these will be covered by a separate issuance of the 

Government Procurement Policy Board.  
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Glossary of Acronyms, Terms, and 

Abbreviations 
 

 

ABC – Approved Budget for the Contract.   

 

BAC – Bids and Awards Committee. 

 

Bid – A signed offer or proposal to undertake a contract submitted by a bidder in response to 

and in consonance with the requirements of the bidding documents. Also referred to as 

Proposal and Tender. (2016 revised IRR, Section 5[c]) 

 

Bidder – Refers to a contractor, manufacturer, supplier, distributor and/or consultant who 

submits a bid in response to the requirements of the Bidding Documents. (2016 revised IRR, 

Section 5[d]) 

 

Bidding Documents – The documents issued by the Procuring Entity as the bases for bids, 

furnishing all information necessary for a prospective bidder to prepare a bid for the Goods, 

Infrastructure Projects, and/or Consulting Services required by the Procuring Entity. (2016 

revised IRR, Section 5[e]) 

 

BIR – Bureau of Internal Revenue. 

 

BSP – Bangko Sentral ng Pilipinas.  

 

Consulting Services – Refer to services for Infrastructure Projects and other types of projects 

or activities of the GOP requiring adequate external technical and professional expertise that 

are beyond the capability and/or capacity of the GOP to undertake such as, but not limited to: 

(i) advisory and review services; (ii) pre-investment or feasibility studies; (iii) design; (iv) 

construction supervision; (v) management and related services; and (vi) other technical services 

or special studies. (2016 revised IRR, Section 5[i]) 

 

CDA - Cooperative Development Authority. 

 

Contract – Refers to the agreement entered into between the Procuring Entity and the Supplier 

or Manufacturer or Distributor or Service Provider for procurement of Goods and Services; 

Contractor for Procurement of Infrastructure Projects; or Consultant or Consulting Firm for 

Procurement of Consulting Services; as the case may be,  as recorded in the Contract Form 

signed by the parties, including all attachments and appendices thereto and all documents 

incorporated by reference therein. 

 

CIF – Cost Insurance and Freight. 

 

CIP – Carriage and Insurance Paid. 

 

CPI – Consumer Price Index. 

 

DDP – Refers to the quoted price of the Goods, which means “delivered duty paid.” 
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DTI – Department of Trade and Industry. 

 

EXW – Ex works. 

 

FCA – “Free Carrier” shipping point. 

 

FOB – “Free on Board” shipping point. 

 

Foreign-funded Procurement or Foreign-Assisted Project– Refers to procurement whose 

funding source is from a foreign government, foreign or international financing institution as 

specified in the Treaty or International or Executive Agreement. (2016 revised IRR, Section 

5[b]). 

Framework Agreement – Refers to a written agreement between a procuring entity and a 

supplier or service provider that identifies the terms and conditions, under which specific 

purchases, otherwise known as “Call-Offs,” are made for the duration of the agreement. It is in 

the nature of an option contract between the procuring entity and the bidder(s) granting the 

procuring entity the option to either place an order for any of the goods or services identified 

in the Framework Agreement List or not buy at all, within a minimum period of one (1) year 

to a maximum period of three (3) years. (GPPB Resolution No. 27-2019) 

GFI – Government Financial Institution.   

 

GOCC – Government-owned and/or –controlled corporation. 

 

Goods – Refer to all items, supplies, materials and general support services, except Consulting 

Services and Infrastructure Projects, which may be needed in the transaction of public 

businesses or in the pursuit of any government undertaking, project or activity, whether in the 

nature of equipment, furniture, stationery, materials for construction, or personal property of 

any kind, including non-personal or contractual services such as the repair and maintenance of 

equipment and furniture, as well as trucking, hauling, janitorial, security, and related or 

analogous services, as well as procurement of materials and supplies provided by the Procuring 

Entity for such services. The term “related” or “analogous services” shall include, but is not 

limited to, lease or purchase of office space, media advertisements, health maintenance 

services, and other services essential to the operation of the Procuring Entity. (2016 revised 

IRR, Section 5[r]) 

 

GOP – Government of the Philippines. 

 

GPPB  –  Government Procurement Policy Board. 

 

INCOTERMS – International Commercial Terms. 

 

Infrastructure Projects – Include the construction, improvement, rehabilitation, demolition, 

repair, restoration or maintenance of roads and bridges, railways, airports, seaports, 

communication facilities, civil works components of information technology projects, 

irrigation, flood control and drainage, water supply, sanitation, sewerage and solid waste 

management systems, shore protection, energy/power and electrification facilities, national 
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buildings, school buildings, hospital buildings, and other related construction projects of the 

government. Also referred to as civil works or works. (2016 revised IRR, Section 5[u]) 

 

LGUs – Local Government Units.  

 

NFCC – Net Financial Contracting Capacity. 

 

NGA – National Government Agency. 

 

PhilGEPS - Philippine Government Electronic Procurement System.  

 

Procurement Project – refers to a specific or identified procurement covering goods, 

infrastructure project or consulting services. A Procurement Project shall be described, 

detailed, and scheduled in the Project Procurement Management Plan prepared by the agency 

which shall be consolidated in the procuring entity's Annual Procurement Plan. (GPPB Circular 

No. 06-2019 dated 17 July 2019) 

 

PSA – Philippine Statistics Authority.  

 

SEC – Securities and Exchange Commission. 

 

SLCC – Single Largest Completed Contract. 

 

Supplier – refers to a citizen, or any corporate body or commercial company duly organized 

and registered under the laws where it is established, habitually established in business and 

engaged in the manufacture or sale of the merchandise or performance of the general services 

covered by his bid. (Item 3.8 of GPPB Resolution No. 13-2019, dated 23 May 2019). Supplier 

as used in these Bidding Documents may likewise refer to a distributor, manufacturer, 

contractor, or consultant.  

 

UN – United Nations.
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Section I. Invitation to Bid 
 

Notes on the Invitation to Bid  

The Invitation to Bid (IB) provides information that enables potential Bidders to decide 

whether to participate in the procurement at hand.  The IB shall be posted in accordance with 

Section 21.2 of the 2016 revised IRR of RA No. 9184.  

Apart from the essential items listed in the Bidding Documents, the IB should also indicate 

the following: 

a. The date of availability of the Bidding Documents, which shall be from the time the 

IB is first advertised/posted until the deadline for the submission and receipt of bids;  

b. The place where the Bidding Documents may be acquired or the website where it 

may be downloaded; 

c. The deadline for the submission and receipt of bids; and 

d. Any important bid evaluation criteria (e.g., the application of a margin of preference 

in bid evaluation). 

The IB should be incorporated in the Bidding Documents.  The information contained in the 

IB must conform to the Bidding Documents and in particular to the relevant information in 

the Bid Data Sheet. 
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Republic of the Philippines 

CENTRAL MINDANAO UNIVERSITY 

Bids and Awards Committee 

University Town, Musuan, Maramag, Bukidnon 

E-mail: bac@cmu.edu.ph 

INVITATION TO BID FOR SUPPLY, DELIVERY, AND INSTALLATION OF 

VARIOUS LABORATORY SUPPLIES AND EQUIPMENT 

 

 

1. The CENTRAL MINDANAO UNIVERSITY through the Special Trust Fund (Non-

Fiduciary and Fiduciary) 2025 intends to apply the sum of Php. 4,903,470.62 

corresponding to each per item being the ABC to payments under the contract for GS-

2025-27.  Bids received in excess of the ABC shall be automatically rejected at bid 

opening. 

 

2. The CENTRAL MINDANAO UNIVERSITY now invites bids for the above 

Procurement Project.   Delivery of the Goods is required by 45 days.  Bidders should 

have completed, within 2 years from the date of submission and receipt of bids, a 

contract similar to the Project.  The description of an eligible bidder is contained in the 

Bidding Documents, particularly, in Section II (Instructions to Bidders). 

 

3. Bidding will be conducted through open competitive bidding procedures using a non-

discretionary “pass/fail” criterion as specified in the 2016 revised Implementing Rules 

and Regulations (IRR) of Republic Act (RA) No. 9184. 

 

a. Bidding is restricted to Filipino citizens/sole proprietorships, partnerships, or 

organizations with at least sixty percent (60%) interest or outstanding capital stock 

belonging to citizens of the Philippines, and to citizens or organizations of a country 

the laws or regulations of which grant similar rights or privileges to Filipino 

citizens, pursuant to RA No. 5183.  

 

4. Prospective Bidders may obtain further information from CENTRAL MINDANAO 

UNIVERSITY and inspect the Bidding Documents at the address given below during 

8:00 am - 12:00 pm and 1:00-5:00 pm. 

 

5. A complete set of Bidding Documents may be acquired by interested Bidders on June 

20 to July 10, 2025 before the bid opening from the given address and website(s) below 

and upon payment of the applicable fee for the Bidding Documents, pursuant to the 

latest Guidelines issued by the GPPB, in the amount of Php. 5,000.00. A bidder is 

allowed to pay the applicable fee via the Landbank Link biz portal which can be 

accessed through this link: https://www.lbp-eservices.com/egps/portal/Fields.jsp 

and shall present its proof of payment to the BAC Secretariat on or before the deadline 
of submission of bid or may send a copy through the email address given below.   

 

It may also be downloaded free of charge from the website of the Philippine 

Government Electronic Procurement System (PhilGEPS) and the website of the 

Procuring Entity.  However, the Bidders shall pay the non-refundable fee for the 

Bidding Documents not later than the submission of their bids. 

 

mailto:bac@cmu.edu.ph
https://www.lbp-eservices.com/egps/portal/Fields.jsp
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6. The CENTRAL MINDANAO UNIVERSITY will hold a Pre-Bid Conference1 on 

June 27, 2025 at 1:00 pm at BAC Conference Office, CMU, Musuan, Maramag, 

Bukidnon which shall be open to prospective bidders.   

  

7. Bids must be duly received by the BAC Secretariat through manual submission at the 

BAC Office, CMU, Musuan, Maramag, Bukidnon.  Late bids shall not be accepted. 

   

8. All Bids must be accompanied by a bid security in any of the acceptable forms and in 

the amount stated in ITB Clause 14.  

 

9. Bid opening shall be on July 10, 2025, 1:00 pm at the BAC Conference Office, CMU, 

Musuan, Maramag, Bukidnon.  Bids will be opened in the presence of the bidders’ 

representatives who choose to attend the activity.   

 

10. The CENTRAL MINDANAO UNIVERSITY reserves the right to reject any and all 

bids, declare a failure of bidding, or not award the contract at any time prior to contract 

award in accordance with Sections 35.6 and 41 of the 2016 revised IRR of RA No. 

9184, without thereby incurring any liability to the affected bidder or bidders. 

 

11. For further information, please refer to: 

 

IRIS M. DAJAO-OPISO 

BAC Office, CMU, Musuan, Maramag, Bukidnon 

Head, BAC-Secretariat 

CP# 0917-718-2368 

E-mail Add: bac@cmu.edu.ph      

 

12. You may visit the following websites: 

 

For downloading of Bidding Documents: cmu.edu.ph and philgeps.gov.ph  

 

 

HERMIE P. PAVA 

BAC Chairperson for Goods 

and Services 

 
1 May be deleted in case the ABC is less than One Million Pesos (PhP1,000,000) where the Procuring Entity may not hold a 

Pre-Bid Conference.  

mailto:bac@cmu.edu.ph


 

9 

 

Section II. Instructions to Bidders 
 

 

Notes on the Instructions to Bidders  
 

This Section on the Instruction to Bidders (ITB) provides the information necessary for 

bidders to prepare responsive bids, in accordance with the requirements of the Procuring 

Entity.  It also provides information on bid submission, eligibility check, opening and 

evaluation of bids, post-qualification, and on the award of contract. 
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Republic of the Philippines 

CENTRAL MINDANAO UNIVERSITY 

Bids and Awards Committee 

University Town, Musuan, Maramag, Bukidnon 

Email Address: bac@cmu.edu.ph  

 

INSTRUCTION TO BIDDERS 

 

1. All bids and eligibility requirements must be submitted to the BAC–Secretariat of 

Central Mindanao University – Bids and Awards Committee (BAC) on or before 8:00 

o’clock in the morning, BAC Office, Central Mindanao University on the day of 

the scheduled bidding. Bids submitted after the deadline shall not be accepted by the 

BAC; 

2. All bids must be accompanied by a Bid Security in an amount equivalent to a percentage 

of the Approved Budget for the Contract to be bid (ABC) in an acceptable form of 

bonds as follows: 

Cash, Manager’s Check, Cashier’s Check, Bank Draft 

or Bank Guarantee 

 

2% OF ABC 

Surety Bond 

 

5% OF ABC 

Notarized Bid Securing Declaration 

 

 

 

3. The prospective bidder should have an experience in undertaking a similar project 

within the University or any other government agencies and private companies for the 

last two (2) years with an amount of at least fifty percent (50 %) of the Approved Budget 

for the Contract to be bid; 

4. In case the Net Financial Contracting Capacity (NFCC) is not equal to the ABC 

prospective bidder must secure a commitment from a License bank to extend to it a 

credit line if awarded the contract to be bid, or a cash deposit certificate equivalent to 

at least ten percent (10 %) of the ABC, which is specific to the contract; 

5. A single-stage, two-envelope system of bidding will be adopted by the BAC; 

6. A prospective bidder should submit his/her bid documents in two (2) separate sealed 

bid envelopes, with envelope no. 1 duly marked as Eligibility & Technical 

requirements, envelope no. 2 marked Financial envelope containing the bid 

mailto:bac@cmu.edu.ph
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proposal. All envelopes must be sealed in an outer envelope which shall be marked with 

the name of the contract to be bid and the name of the bidder and addressed to the BAC; 

7. Bid documents submitted must be in three (3) copies, with the original mark as original 

copy to facilitate evaluation of the documents by the BAC – TWG; 

8. Eligibility checking of the prospective bidders shall be done using a non – discretionary 

“pass / fail criteria”;  

9. Withdrawal or Modification of Bids after Bid Opening is NOT allowed; Submission of 

Waiver after Bid Opening will mean forfeiture of Bid Security and Subject to 

Administrative Sanction – Suspension of one year for 1st offense and Suspension of two 

years for the second offense. 

10. All items are subject to inspection and tests prior to acceptance and payment. 

11. All representatives shall be authorized by the Owner/ Proprietor through a Special 

Power of Attorney or a Secretary’s Certificate in the case of Corporations. 

12. All clarifications must be in the form of writing. 

13. Attached to make part of this Instruction to Bidders are sample standard forms to be 

included in the bidding documents. 

 

 

(Sgd.) HERMIE P. PAVA 

BAC Chairman, 

Goods and Services
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1. Scope of Bid 
 

 The Procuring Entity, CENTRAL MINDANAO UNIVERSITY wishes to receive 

Bids for the Supply, Delivery, and Installation of Various Laboratory Supplies and 

Equipment with identification number GS-2025-27. 

 

The Procurement Project (referred to herein as “Supply, Delivery, and Installation of 

Various Laboratory Supplies and Equipment”) is composed of per item, the details 

of which are described in Section VII (Technical Specifications). 

 

2. Funding Information 
 

2.1. The GOP through the source of funding as indicated below for Special Trust 

Fund (Fiduciary & Non-Fiduciary) in the amount of Php. 4,903,470.62. 

 

2.2. The source of funding is: 

 

a. NGA, the General Appropriations Act or Special Appropriations.  

 

3. Bidding Requirements 
 

The Bidding for the Project shall be governed by all the provisions of RA No. 9184 and 

its 2016 revised IRR, including its Generic Procurement Manuals and associated 

policies, rules and regulations as the primary source thereof, while the herein clauses 

shall serve as the secondary source thereof.   

 

Any amendments made to the IRR and other GPPB issuances shall be applicable only 

to the ongoing posting, advertisement, or IB by the BAC through the issuance of a 

supplemental or bid bulletin.  

   

The Bidder, by the act of submitting its Bid, shall be deemed to have verified and 

accepted the general requirements of this Project, including other factors that may affect 

the cost, duration and execution or implementation of the contract, project, or work and 

examine all instructions, forms, terms, and project requirements in the Bidding 

Documents. 

 

4. Corrupt, Fraudulent, Collusive, and Coercive Practices 
 

The Procuring Entity, as well as the Bidders and Suppliers, shall observe the highest 

standard of ethics during the procurement and execution of the contract.  They or 

through an agent shall not engage in corrupt, fraudulent, collusive, coercive, and 

obstructive practices defined under Annex “I” of the 2016 revised IRR of RA No. 9184 

or other integrity violations in competing for the Project.  

 

5. Eligible Bidders 
 

5.1. Only Bids of Bidders found to be legally, technically, and financially capable 

will be evaluated. 
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5.2. Foreign ownership limited to those allowed under the rules may participate in 

this Project.  

 

5.3. Pursuant to Section 23.4.1.3 of the 2016 revised IRR of RA No.9184, the Bidder 

shall have an SLCC that is at least one (1) contract similar to the Project the 

value of which, adjusted to current prices using the PSA’s CPI, must be at least 

equivalent to:  

 

a. For the procurement of Non-expendable Supplies and Services: The Bidder 

must have completed a single contract that is similar to this Project, 

equivalent to at least fifty percent (50%) of the ABC. 

 

5.4. The Bidders shall comply with the eligibility criteria under Section 23.4.1 of the 

2016 IRR of RA No. 9184.   

 

6. Origin of Goods 
 

There is no restriction on the origin of goods other than those prohibited by a decision 

of the UN Security Council taken under Chapter VII of the Charter of the UN, subject 

to Domestic Preference requirements under ITB Clause 18. 

 

7. Subcontracts 
 

7.1. The Bidder may subcontract portions of the Project to the extent allowed by the 

Procuring Entity as stated herein, but in no case more than twenty percent (20%) 

of the Project. 

 

The Procuring Entity has prescribed that:   

 

a. Subcontracting is not allowed. 

 

8. Pre-Bid Conference 
 

The Procuring Entity will hold a pre-bid conference for this Project on the specified 

date and time and either at its physical address as indicated in paragraph 6 of the IB. 

 

9. Clarification and Amendment of Bidding Documents 
 

Prospective bidders may request for clarification on and/or interpretation of any part of 

the Bidding Documents.  Such requests must be in writing and received by the 

Procuring Entity, either at its given address or through electronic mail indicated in the 

IB, at least ten (10) calendar days before the deadline set for the submission and receipt 

of Bids. 

 

10. Documents comprising the Bid: Eligibility and Technical Components 
 

10.1. The first envelope shall contain the eligibility and technical documents of the 

Bid as specified in Section VIII (Checklist of Technical and Financial 

Documents).  
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10.2. The Bidder’s SLCC as indicated in ITB Clause 5.3 should have been completed 

within 2 years prior to the deadline for the submission and receipt of bids. 

 

10.3. If the eligibility requirements or statements, the bids, and all other documents 

for submission to the BAC are in foreign language other than English, it must 

be accompanied by a translation in English, which shall be authenticated by the 

appropriate Philippine foreign service establishment, post, or the equivalent 

office having jurisdiction over the foreign bidder’s affairs in the Philippines. 

Similar to the required authentication above, for Contracting Parties to the 

Apostille Convention, only the translated documents shall be authenticated 

through an apostille pursuant to GPPB Resolution No. 13-2019 dated 23 May 

2019. The English translation shall govern, for purposes of interpretation of the 

bid. 

 

11. Documents comprising the Bid: Financial Component 
 

11.1. The second bid envelope shall contain the financial documents for the Bid as 

specified in Section VIII (Checklist of Technical and Financial Documents).  

 

11.2. If the Bidder claims preference as a Domestic Bidder or Domestic Entity, a 

certification issued by DTI shall be provided by the Bidder in accordance with 

Section 43.1.3 of the 2016 revised IRR of RA No. 9184. 

 

11.3. Any bid exceeding the ABC indicated in paragraph 1 of the IB shall not be 

accepted. 

 

11.4. For Foreign-funded Procurement, a ceiling may be applied to bid prices 

provided the conditions are met under Section 31.2 of the 2016 revised IRR of 

RA No. 9184. 

 

12. Bid Prices 
 

12.1. Prices indicated on the Price Schedule shall be entered separately in the 

following manner: 

 

a. For Goods offered from within the Procuring Entity’s country: 

 

i. The price of the Goods quoted EXW (ex-works, ex-factory, ex-

warehouse, ex-showroom, or off-the-shelf, as applicable); 

 

ii. The cost of all customs duties and sales and other taxes already 

paid or payable; 

 

iii. The cost of transportation, insurance, and other costs incidental to 

delivery of the Goods to their final destination; and  

 

iv. The price of other (incidental) services, if any, listed in the BDS. 

 

b. For Goods offered from abroad: 
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i. Unless otherwise stated in the BDS, the price of the Goods shall 

be quoted delivered duty paid (DDP) with the place of destination 

in the Philippines as specified in the BDS.  In quoting the price, 

the Bidder shall be free to use transportation through carriers 

registered in any eligible country.  Similarly, the Bidder may 

obtain insurance services from any eligible source country. 

 

ii. The price of other (incidental) services, if any, as listed in the BDS. 

 

13. Bid and Payment Currencies 
 

13.1. For Goods that the Bidder will supply from outside the Philippines, the bid 

prices may be quoted in the local currency or tradeable currency accepted by the 

BSP at the discretion of the Bidder.  However, for purposes of bid evaluation, 

Bids denominated in foreign currencies, shall be converted to Philippine 

currency based on the exchange rate as published in the BSP reference rate 

bulletin on the day of the bid opening. 

 

13.2. Payment of the contract price shall be made in: 

 

a. Philippine Pesos. 
 

14. Bid Security  
 

14.1. The Bidder shall submit a Bid Securing Declaration2 or any form of Bid Security 

in the amount indicated in the BDS, which shall be not less than the percentage 

of the ABC in accordance with the schedule in the BDS.  

 

14.2. The Bid and bid security shall be valid until 120 days.  Any Bid not accompanied 

by an acceptable bid security shall be rejected by the Procuring Entity as non-

responsive. 

 

15. Sealing and Marking of Bids 
 

Each Bidder shall submit one copy of the first and second components of its Bid.  

 

The Procuring Entity may request additional hard copies and/or electronic copies of the 

Bid. However, failure of the Bidders to comply with the said request shall not be a 

ground for disqualification.   

 

If the Procuring Entity allows the submission of bids through online submission or any 

other electronic means, the Bidder shall submit an electronic copy of its Bid, which 

must be digitally signed. An electronic copy that cannot be opened or is corrupted shall 

be considered non-responsive and, thus, automatically disqualified. 

 

16. Deadline for Submission of Bids 
 

 
2 In the case of Framework Agreement, the undertaking shall refer to entering into contract with the Procuring Entity and 
furnishing of the performance security or the performance securing declaration within ten (10) calendar days from receipt of 

Notice to Execute Framework Agreement. 
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16.1. The Bidders shall submit on the specified date and time and either at its physical 

address or through online submission as indicated in paragraph 7 of the IB.   

 

17. Opening and Preliminary Examination of Bids 
 

17.1. The BAC shall open the Bids in public at the time, on the date, and at the place 

specified in paragraph 9 of the IB. The Bidders’ representatives who are present 

shall sign a register evidencing their attendance.   In case videoconferencing, 

webcasting or other similar technologies will be used, attendance of participants 

shall likewise be recorded by the BAC Secretariat.  

 

In case the Bids cannot be opened as scheduled due to justifiable reasons, the 

rescheduling requirements under Section 29 of the 2016 revised IRR of RA No. 

9184 shall prevail.  

 

17.2. The preliminary examination of bids shall be governed by Section 30 of the 

2016 revised IRR of RA No. 9184. 

 

18. Domestic Preference 
 

18.1. The Procuring Entity will grant a margin of preference for the purpose of 

comparison of Bids in accordance with Section 43.1.2 of the 2016 revised IRR 

of RA No. 9184. 

 

19. Detailed Evaluation and Comparison of Bids 
 

19.1. The Procuring Entity’s BAC shall immediately conduct a detailed evaluation of 

all Bids rated “passed,” using non-discretionary pass/fail criteria.  The BAC 

shall consider the conditions in the evaluation of Bids under Section 32.2 of the 

2016 revised IRR of RA No. 9184. 

 

19.2. If the Project allows partial bids, bidders may submit a proposal on any of the 

lots or items, and evaluation will be undertaken on a per lot or item basis, as the 

case maybe. In this case, the Bid Security as required by ITB Clause 14 shall be 

submitted for each lot or item separately. 

 

19.3. The descriptions of the lots or items shall be indicated in Section VII (Technical 

Specifications), although the ABCs of these lots or items are indicated in the 

BDS for purposes of the NFCC computation pursuant to Section 23.4.2.6 of the 

2016 revised IRR of RA No. 9184.  The NFCC must be sufficient for the total 

of the ABCs for all the lots or items participated in by the prospective Bidder.   

 

19.4. The Project shall be awarded as follows: 

 

Option 1 – One Project having several items that shall be awarded per item. 

 

19.5. Except for bidders submitting a committed Line of Credit from a Universal or 

Commercial Bank in lieu of its NFCC computation, all Bids must include the 

NFCC computation pursuant to Section 23.4.1.4 of the 2016 revised IRR of RA 

No. 9184, which must be sufficient for the total of the ABCs for all the lots or 
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items participated in by the prospective Bidder. For bidders submitting the 

committed Line of Credit, it must be at least equal to ten percent (10%) of the 

ABCs for all the lots or items participated in by the prospective Bidder. 

 

20. Post-Qualification 
 

20.2. Within a non-extendible period of five (5) calendar days from receipt by the 

Bidder of the notice from the BAC that it submitted the Lowest Calculated Bid, 

the Bidder shall submit its latest income and business tax returns filed and paid 

through the BIR Electronic Filing and Payment System (eFPS) and other 

appropriate licenses and permits required by law and stated in the BDS.  

 

21. Signing of the Contract 
 

21.1. The documents required in Section 37.2 of the 2016 revised IRR of RA No. 

9184 shall form part of the Contract. Additional Contract documents are 

indicated in the BDS. 
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Section III. Bid Data Sheet 
 

 

Notes on the Bid Data Sheet  
 

The Bid Data Sheet (BDS) consists of provisions that supplement, amend, or specify in 

detail, information, or requirements included in the ITB found in Section II, which are 

specific to each procurement. 

 

This Section is intended to assist the Procuring Entity in providing the specific information 

in relation to corresponding clauses in the ITB and has to be prepared for each specific 

procurement. 

 

The Procuring Entity should specify in the BDS information and requirements specific to 

the circumstances of the Procuring Entity, the processing of the procurement, and the bid 

evaluation criteria that will apply to the Bids.  In preparing the BDS, the following aspects 

should be checked: 

 

a. Information that specifies and complements provisions of the ITB must be 

incorporated. 

  

b. Amendments and/or supplements, if any, to provisions of the ITB as necessitated by 

the circumstances of the specific procurement, must also be incorporated. 
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Bid Data Sheet 
ITB 

Clause 

 

5.3 For this purpose, contracts similar to the Project shall be: 

 

a. Supply, Delivery, and Installation of Various Laboratory Supplies and 

Equipment; 

b. completed within two (2) years prior to the deadline for the submission 

and receipt of bids.  

7.1 Not applicable. 

12 The price of the Goods shall be quoted DDP Central Mindanao University, 

Musuan, Maramag, Bukidnon or the applicable International Commercial Terms 

(INCOTERMS) for this Project. 

14.1 The bid security shall be in the form of a Bid Securing Declaration, or any of the 

following forms and amounts:  

 a. The amount of not less than Php. 98,069.41, if bid security is in cash, 

cashier’s/manager’s check, bank draft/guarantee or irrevocable letter of 

credit; or   

 b. The amount of not less than Php. 245,173.53 if bid security is in Surety 

Bond. 

19.3 One Project having several items that shall be awarded per item 

 Item Description Unit Qty. ABC Total 

  Fund Source: STF     

  PR #757     

 1 ANALYTICAL BALANCE: readability 0.0001g, 

max capacity 220g; external calibration; tare 

function/counting; overload alarm; windshield 
stable measurement, with AVR and UPS, 1 year 

warranty, free calibration/preventive maintenance 

unit 1 120,000.00 120,000.00 

 2 GEL ELECTROPHORESIS with built-in power 
supply, with at least 7cm x 7cm, 7cm x 10cm trays, 

with AVR and UPS, 1-year preventive 

maintenance 

unit 1 146,432.00 146,432.00 

 3 pH METER BENCHTOP - automatic calibration 

with recognition up to 16 buffers, automatic 

temperature compensation, electrode check during 
calibration, measuring range: Voltage (±1500.0 

mV), pH (0 + 14.00), temperature (-5 to 105 °C), 

resolution: Voltage (±0.0 mV), pH (±0.01), 

temperature (±0.01 °C), accuracy: Voltage (±0.4 
mV), pH (±0.01), temperature (±0.2 °C), preferred 

unit: Sartorious PB-10 pH Meter, with 1 automatic 

voltage regulator and UPS, 1 year warranty and 

preventive maintenance 

unit 2 60,000.00 120,000.00 

  PR #734     

 4 PRESSURE COOKER STERILIZER, heavy cast 

aluminum, at least 30 quarts 28.29L with pressure 

regulator 

unit 1 49,999.00 49,999.00 

 5 MICROSCOPE with 4x, 10x, 100x objectives, 

electric, chargeable (optional) 

unit 1 49,999.00 49,999.00 

  PR #737     
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 6 TRIPLE BEAM BALANCE. 2610-gram capacity, 
readability 0.1g, selectable weighing units, grams; 

platform size, 6in (152mm) 

unit 1 10,000.00 10,000.00 

 7 IMMERSION GLASS THERMOMETER, 0-110 

°C 

unit 4 2,500.00 10,000.00 

 8 pyrex BEAKER, 400 ml pc 2 1,250.00 2,500.00 

 9 RUBBER TUBE, 1mm diameter meter 7.5 400.00 3,000.00 

 10 MAGNETIC STIRRER HOT PLATE WITH 

THERMOMETER, single burner, 220V, 2000mL 

mixing capacity with magnetic hot plate stirrer, 
US plug, Material: aluminum, stirring speed 100-

2000 rpm, power 180W, 1 yr warranty 

pc 1 18,000.00 18,000.00 

 11 OPTICAL PHYSICAL EXPERIMENT BOX 

SET; Triangular prism; convex lens; concave 

mirror dial; three line semiconductor laser light 

source; 1x dial with angle (it is attached to the 

box); 1x small sink; 1x spherical mirror (both 

sides are: convex mirror, concave mirror);1x 
convex lens; 1x concave lens; 1x rectangular glass 

brick; 1xcemi-circular glass brick; 1x triangular 

prism (equilateral triangle); 2x plane mirror; 1x 

brown glass plate (flat mirror); 3x chess; 1x three-
line semiconductor laser light source; 1x Ф30 

lenticular lens with frame 

set 2 4,500.00 9,000.00 

 12 LINEAR EXPANSION APPARATUS, length: 

27in; 1 base; Dial gauge; 3 metal rods 500mm x 

4.5mm diameter 

set 1 40,000.00 40,000.00 

 13 SPRING SCALE; dual scale that reads 0-1000g in 
increments and 0-10 Newtons in 0.1 newton 

increment, accuracy is ±1% 

pc 4 500.00 2,000.00 

 14 FERRITE BAR MAGNET; red/blue/ 4" x 0.5'' x 

0.5'' 

pc 5 1,000.00 5,000.00 

 15 COPPER CALORIMETER: inside copper, 
outside aluminum. 75x50(D) mm2, measuring 

amounts of heat. And is made of polished copper 

for thermal conductivity.  Contains an inner 

vessel, outer vessel, lid, and stirrer for conducting 
experiments.  The lid has a central tubule for 

placing a thermometer, and a slit for the stirrer 

(thermometer sold separately).  the inner vessel 

has cork supports to help protect surfaces, and 
measures 75.0mm (H) with a 50.0mm diameter. 

The outer vessel measures 100.0mm (H) with a 

75.0mm diameter. (H is height the vertical 

distance from the lowest to highest point). Inner 

vessel outer vessel lid stirrer 

pc 4 5,000.00 20,000.00 

 16 MICROMETER CALIPER unit 2 5,500.00 11,000.00 

  PR #367     

 17 BROMOCRESOL GREEN, ACS grade, 95% dye, 

same or equivalent as Sigma-Aldrich 

CAT.114359, 5G 

bot 2 6,750.00 13,500.00 

 18 SODIUM HYDROXIDE, AR, pellets, ≥98.5%, 
same or equivalent as Sigma-Aldrich V800383, 

500 G 

bot 1 9,525.00 9,525.00 

 19 SODIUM PHOSPHATE dibasic anhydrous for 

analysis EMSURE® ACS, Reag. Ph Eur. 1000 G, 

same or equivalent to Supelco 1065860500 

bot 1 10,665.00 10,665.00 

 20 PAPER TOWEL, interfold, 175 pulls pc 50 110.00 5,500.00 
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 21 CITRIC ACID, OmniPur® Grade, ≥99.5% 
anhydrous, 1000 G, same or equivalent to 

Millipore 3200-OP 

bot 1 6,750.00 6,750.00 

 22 STANDARD ATROPINE for alkaloid 

determination, certified reference material, 
pharmaceutical secondary standard, 10G Supelco 

PHR3846 

bot 1 14,580.00 14,580.00 

 23 POLYVINYL PYRROLIDONE (polyvinyl 

polypyrrolidone, PVPP) reagent/ACS Grade 250g 

bot 1 10,000.00 10,000.00 

 24 SODIUM CARBONATE, ACS reagent, 
anhydrous, ≥99.5% powder or granules, 1000 G, 

same or equal to Sigma-Aldrich 222321 

bot 1 13,500.00 13,500.00 

 25 TANNIC ACID, reference material, 
pharmaceutical secondary standard, 50G, same or 

equivalent to Supelco PHR3781 

bot 1 33,600.00 33,600.00 

 26 CHLOROFORM, suitable for HPLC, ≥99.8%, 

contains 0.5-1.0% ethanol as stabilizer, 4.0 L 

bot 1 22,800.00 22,800.00 

 27 POTASSIUM CHLORIDE, ACS reagent, 99.0-

100.5%, 1000G, same or equivalent to Sigma-

Aldrich P3911 

bot 1 14,310.00 14,310.00 

 28 HYDROCHLORIC ACID, ACS reagent, 37% 
same or equivalent to Sigma-Aldrich 320331, 

4.0L 

bot 1 19,500.00 19,500.00 

 29 SODIUM ACETATE TRIHYDRATE, for 
analysis EMSURE® ACS, ISO, Reag., Ph Eut, 

1000G, same or equivalent to Supelco 1.06267 

bot 1 11,900.00 11,900.00 

 30 96-MICROWELL PLATE, 96 wel2l 127; 8/86/15 

mm; flat bottom; transparent/clear; 50 pcs/unit 

unit 2 15,000.00 30,000.00 

  PR #366     

 31 DISPOSABLE NITRILE POWDER-free gloves, 

ambidextrous (indoplas), 100 pcs/box, large 

box 10 1,200.00 12,000.00 

 32 DISPOSABLE NITRILE POWDER-free gloves, 

ambidextrous (indoplas), 100 pcs/box, medium 
box 5 1,200.00 6,000.00 

 33 LABORATORY LIQUID DETERGENT, 500mL bot 10 120.00 1,200.00 

 34 PAPER TOWEL, interfold, 175 pulls pc 20 110.00 2,200.00 

 35 MICROTUBES 2000 μL (2.0mL) round bottom, 

snaplock cap, clear, sterile, Rnase, pyrogen-free, 

polypropene, autoclavable when open (121 
degrees 20 min), functionality from -86 to 100 

degrees Celsius, pack of 1000s  

pack 4 4,000.00 16,000.00 

 36 ALUMINUM FOIL heavy duty jumbo, roll 30cm 

x 150m 

roll 2 1,042.37 2,084.74 

 37 96-MICROWELL PLATE, 96 well 127; 8/86/15 

mm; flat bottom; transparent/clear; 50 pcs/unit 

unit 2 15,000.00 30,000.00 

  PR #333     

 38 LABORATORY TRAY polypropylene (PP) acid 

and alkali resistant plastic waste liquid barrel 

cabinet hazardous chemicals reagent anti-leakage, 

40x40x5cm 

pc 
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2,651.00 26,510.00 

  PR #249     

 39 POTATO DEXTROSE AGAR 
500g/bottle; granulated/powder form; expiry date 

at least 1 year from the date of delivery 

bot 2 7,165.00 14,330.00 
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 40 NUTRIENT AGAR 
500g/bottle; granulated/powder form; expiry date 

at least 1 year from the date of delivery 

bot 2 7,166.00 14,332.00 

 41 SABOURAUD AGAR 

500g/bottle; granulated/powder form; expiry date 

at least 1 year from the date of delivery 

bot 2 7,167.00 14,334.00 

  PR #288     

 42 VOLUMETRIC FLASK, glass 500mL unit 2 3,000.00 6,000.00 

 43 GRADUATED CYLINDER, plastic 2000mL unit 3 2,850.00 8,550.00 

  PR #282     

 44 DISSOLVED OXYGEN METER, measurement 
range: 20.0-45.0 mg/L - 19.99; 200-400%; 0-

500C, measurement resolution: 0.1% mg/L, 

accuracy: ±1%; ±0.3mg/L; ±0.30C, LCD Display: 

Electrode STTEMP30 (included); STDO11 
(included), Accuracy DO: 1%, Accuracy ± 

(temperature): 0.3OC, BAttery life: 250 hours 

with disposable batteries. Calibration: 2 point, 

Dimensions: 6.69in x 1.38in x 3.54in (170mm x 

35mm x 90mm) 

unit 

 

1 49,999.00 49,999.00 

  PR #312     

 45 WATER DISTILLER (5L collection tank 

capacity, heat resistant interior components, 220V 

power source with installation and user training, 2 
years service warranty with maintenance visit 

every 6 months for 2 years, annual calibration 

certificate for 2 years) 

unit 

 

1 49,999.00 49,999.00 

  PR #334     

 46 AGAROSE GEL ELECTROPHORESIS 

SYSTEM, horizontal, electrophoresis tank is 

directly connected to the included smart power 

supply, very compact design delivered with 
multiple accessories, heat resistant material timer 

function for an automatic stop of your 

electrophoresis, stable electrical field guarantees 

straight lanes, gel casting set included safety 

interlock system, multichannel pipette compatible 

unit 1 85,000.00 85,000.00 

 47 AUTOCLAVE MACHINE, steam sterilizer 

autoclave, 21L capacity or higher, stainless steel 

fitted with pressure gauge up to 20psi, electric 

unit 1 70,000.00 70,000.00 

  PR #248     

 48 HEAVY DUTY STERILIZER, heavy cast 

aluminum pressure cooker/canner; designed to 

reach and maintain a temperature between 121-

1270C; 41.5 quarts; Inside diameter:15.51; Inside 
height:13.5; Pint jars: 32; Quarts jars: 19; 

Dimension (HxWxL): 48x42x58 cm; Inclusions: 

Pressure dial gauge, Side handle, Top Handle, 

Wing Nuts, Clamp Bolts, Automatic Pressure 
Control, Vent Pipe, Overpressure plug, 

Canning/cooking rack, Retaining Bayonet 

Clamps; Stove-top; With a 1-year warranty 

unit 

 

2 125,000.00 250,000.00 

  PR #259     
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 49 pH BENCHTOP METER WITH REFILLABLE 
PH ELECTRODE AND BUILT-IN 

ELECTRODE HOLDER, 0.00 to 14.00 pH 

Range, Measurement Range: 0 to 100OC; 0.00to 

14.00 pH; -1999 to 1999 mV, Measurement 
Resolution: 0.1OC; 0.01 pH; 1 mV, Accuracy: 

±0.5OC; ±1.5 mV, Applications: pH, Oxidation-

reduction potential (ORP) with temperature 

measurements, User-friendly design clearly 
displays critical information on 3.5in backlit LC, 

Five distinctly marked keys allow user to operate 

instrument with minimal training, Auto buffer 

recognition and auto-endpoint mode make 
calibration and measurement simple, Built-in 

electrode holder provides straightforward and 

convenient all-in-one operation, Attached quick 

guide clearly explains operating steps to users, 
Supplied with refillable pH electrode and pH 

buffer mini kit, includes calibration certificate 

(manufacture's calibration) 

unit 1 45,000.00 45,000.00 

 50 OHAUS STARTER pH ELECTRODE, Model: 

ST310, pH Range: 0-14 pH, Temp. range: 0-
80OC, Shaft material: Plastic, Internal Reference 

Type: Ag/AgCl, Refillable electrode, Reference 

Junction Type: Ceramic pin, Refilling Reference 

Electrode: 3M KCl solution, Dimensions (Shaft): 
120 x 12 mm. Cable Length: 1m, Temp Sensor: 

Yes, Connector: BNC, Cinch, suitable for 

OHAUS Starter300 portable pH meter 

unit 1 10,000.00 10,000.00 

 51 VORTEX MIXER WITH TOUCH STANDBY 

AND CONTINUOUS MODE; Operational Mode: 
Touch, Standby and Continuous Mode; Feet: Four 

suction cups; 1.5 Amp; Orbital: 6 mm; 56W; 300-

2800 rpm; 220V 

unit 1 18,500.00 18,500.00 

  PR #293     

 52 DIGITAL WEIGHING SCALE, maximum 
capacity: 3000 grams, minimum display:0.1 

grams, repeatability (std deviation): 0.1 grams, 

linearity:±0.1 grams, Tare range:0-3000 grams, 

time required for stability (representative value): 3 
secs, power supply AC adapter (included) or AA 

battery x4 (included), external weight at a time of 

calibration: 2 kg, Main Unit size: 149x224x73mm, 

weighing tray size: 120x135mm, weight:0.7kg, 

Made from : Japan, Germany, Switzerland or US 

unit 

 

2 30,000.00 60,000.00 

  PR #247     
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 53 Smart Laboratory Refrigerator Technical 
Specifications 

- Capacity & Doors: 1300Lit, 2-Doors 

- Temp. Range: 0~10.0 °C (PT100 

Sensor) at R/T of 30°C and Humidity 

of 70% 

- Temp. Resolution: 1 °C -Display, 1 °C-

Control 

- Refrigerant: CFC-Free(R-404A) 

Refrigeration System 

- Compressor & Evaporator: 1/2 HP, 

Auto Exchange Dual Evaporator 

- Air Circulation: 6 EC FAN Forced-air 

type 

- Defrost: Automatic Defrost System 

- Controller & Display: Smart-Lab 

Controller, 7" Full Touch Screen TFT 

LCD, VIARenTM App Service 

- Door: Outer Door with Glass Window 

with Safety Door Lock System 

- Shelf (Included): 10 Teflon coated 

Steel Wire Shelf 

- Others: with Door Lock Device, Sensor 

Error Detection 

Material: 

- Internal: Stainless-steel, 

- External: Powder Coated-steel 

Dimension (w x d x h) 

- Infernal(mm): 1370 x 770 x 1,290 

- Extemal(mm): 1490 x 980 x 1,950 

Net Weight: 208 kg 
Power Consumption: 750 W 

Electrical Reqts.: 1 Phase, AC 230V, 50/60Hz 

Spare Teflon-coated Steel Wire Shelf  

 
One (1) Year against from Manufacturing defects, 

subject to inspection and approval 

unit 1 770,112.00 770,112.00 
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 54 SEMI-MICRO ANALYTICAL BALANCE 
Specifications (atleast) 

- Capacity: 42g/210g 

- Readability: 0.01mg/0.1mg 

- Repeatability (Standard Deviation): 

0.02mg/0.1mg 

- Linearity: ±0.03mg/±0.2mg 

- Sensitivity drift (100C to 300C): 

±2ppm/0C (when automatic self 

calibration is not used) 

- Weighing pan: Ø85mm 

Features 

- Semi-micro, 0.01 mg readability up to 

42 g (GR-202) 

- Adjustable (manual or automatic) 

response characteristics to help cope 

with the effect of drafts and vibrations 

- Automatic self-calibration to maintain 

accuracy under temperature changes 

- Anti-static glass breeze break with a 

thin evaporated metal coating 

- Multiple weighing units: g, mg, oz, ozt, 

ct, mom, dwt, grain, specific gravity 

(either tael or tola can be added upon 

request) 

- Data memory function 

- Counting mode with the Automatic 

Counting Accuracy Improvement 

(ACAI) function 

- Percent mode function 

- Auto power on function 

- Underhook function 

- Density determination function and an 

optional density determination kit 

- Windows Communication Tools 

software (WinCT) on CD-ROM 

 

unit 1 85,120.00 85,120.00 
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 55 LAMINAR FLOW CABINET (Vertical Type) 

- External size (W*D*H): 

1800*750*2024mm 

- Internal size (W*D*H): 

1700*645*610mm 

- Work surface height: 750mm 

- Display: LCD Display 

- Airflow Velocity: Average of 0.3~0.5 

m/s 

- Material: Main body: cold-rolled steel 

with anti-bacteria powder coating; 

Work table: 304 stainless steel; Side 

and Front windows: 5mm toughened 

glass anti-UV 

- Pre-filter: polyester fiber. Washable 

- HEPA filter: 99.999% efficiency at 

0.3μm 

- Nosie: <65dB 

- Front window: motorized 

- Max opening: 430mm 

- LED lamp: 16W*1 

- UV lamp: 40W*1; Emission of 253.7 

nanometers 

- Consumption: 450W 

- Waterproof socket: Two. total loads 

≤500W 

- Power supply: AC220V±10%, 

50/60Hz; 110V±, 60Hz: with UPS 

- Standard Accessories: LED lamp, UV 

lamp *2, base stand, gas tap, 

waterproof socket*2 

- Additional accessories: Electric height 

adjustable base stand 

- Gross weight: 306kg 

Warranty 1 year 

unit 1 485,600.00 485,600.00 

 56 VETERINARY ANALYZER SPERM ANIMAL 
MICROSCOPE MACHINE; 1600 X HD 

imaging,7 inch/ 9 inch HD display, Energy saving 

LED source, Product Name: Microscope, 

Magnifcation:40-1600times, Eyepiece 
Lens:WF10X(optional WF10X/WF20X), 

Objective Lens:4X /10X/ 40X, Nosepiece: steel, 

chrome-plated surface, Spotlight: LED upper and 

lower cold, light source, luminance can be 
adjusted, Focusing: coarse-adjustment knob and 

fine-adjustment knob, Package: High-grade 

portable metal case, Superiority: It can be 

connected to the computer or TV. 

unit 1 60,000.00 60,000.00 

  PR #225     

 57 Lauryl Tryptose Broth (500g, granulated 
/powder), laboratory grade, expiration at least 1 

year after delivery 

bot. 1 7,800.00 7,800.00 

 58 Brilliant Green Lactose Bile Broth (500g, 

granulated/powder, laboratory grade, expiration at 

least 1 year after delivery 

bot. 1 7,800.00 7,800.00 

 59 Standard Plate Count Agar (500g, 
granulated/powder), laboratory grade, expiration 

at least 1 year after delivery 

bot. 1 7,865.00 7,865.00 
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 60 Mueller Hinton Agar (500g, granulated/powder), 
laboratory grade, expiration at least 1 year after 

delivery 

bot. 1 7,540.00 7,540.00 

 61 Disposable inoculating loop/needle (biologically 
inert polymer, sterile, 100 pcs.) maximum of 8 

inches 

pack 

 

1 1,170.00 1,170.00 

 62 Hema-Quick Stain set 500T, Medic (1 set/box) 

250 mL, expiration at least 1 year after delivery 

box 1 4,875.00 4,875.00 

 63 Immersion Oil (Type A) 30mL, expiration at least 

1 year after delivery 

bot. 1 3,510.00 3,510.00 

 64 Optical Lens Paper, 4" x 6”, (100 sheets/pack) pck 1 2,340.00 2,340.00 

 65 100g Phenol Red Trehalose Broth, 

powder/granulated, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 7,679.00 7,679.00 

 66 100g Phenol Red Sorbitol Broth, powder, 

laboratory grade, expiration at least 1 year after 

delivery 

bot 1 2,221.76 2,221.76 

 67 500g Litmus Milk Litmus SM Broth, powder, 

laboratory grade, expiration at least 1 year after 

delivery 

bot. 1 3,544.57 3,544.57 

 68 500g Esculin Fermentation Broth, powder, 

laboratory grade, expiration at least 1 year after 

delivery 

bot 1 5,410.60 5,410.60 

 69 Ammonium hydroxide (NH40H) Ammonia 

Chemical Reagent AR Analytical Pure 

500mL/bottle, aqueous ammonia, expiration at 

least 1 year after delivery 

bot 1 1,105.00 1,105.00 

 70 Nessler reagent purified water ammonium ion 

detection/ alkaline potassium iodide standard 
solution (500mL/bottle), laboratory grade, 

expiration at least 1 year after delivery 

bot 1 9,937.20 9,937.20 

 71 Malachite green (25g)/bottle laboratory grade, 

expiration at least 1 year after delivery 
bot 1 5,850.00 5,850.00 

 72 Conc. hydrochloric acid (500mL), expiration at 

least 1 year after delivery 

bot 1 2,340.00 2,340.00 

 73 Benzene 500mL (liquid, laboratory grade), 

expiration at least 1 year after delivery 
bot 1 5,200.00 5,200.00 

 74 Potassium iodide 10% (500mL), (liquid, 

laboratory grade), expiration at least 1 year after 

delivery 

bot 1 3,250.00 3,250.00 

 75 1% phenolphthalein (500mL), (liquid, laboratory 

grade), expiration at least 1 year after delivery 

bot 1 2,600.00 2,600.00 

 76 Resorcinol flakes laboratory reagent (500g), 

powder/granulated, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 9,750.00 9,750.00 

 77 5% Lugol's iodine (250mL), (liquid, laboratory 

grade), expiration at least 1 year after delivery 

bot 1 3,250.00 3,250.00 

 78 Ethyl Alcohol 70% gal 1 747.51 747.51 

 79 Dissecting pan with wax, aluminum, (19cm x 

26cm) 
tray 1 350.00 350.00 

 80 Phenol Red Arabinose (500g), granulated/powder, 

laboratory grade, expiration at least 1 year after 

delivery 

bot 1 4,693.00 4,693.00 
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 81 Phenol Red Salicin Broth (500g), 
granulated/powder, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 6,753.50 6,753.50 

 82 Dulcitol Selenite Broth 500g, granulated/powder, 

laboratory grade, expiration at least 1 year after 

delivery 

bot 1 7,347.87 7,347.87 

 83 Inositol Gelatin Medium 500g, 
granulated/powder, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 4,342.00 4,342.00 

 84 Phenol Red Adonitol Broth 100g, 

granulated/powder, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 7,677.33 7,677.33 

 85 Phenol Red Sorbitol Broth 100g, 

granulated/powder, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 2,221.12 2,221.12 

 86 Phenol Red Inositol Broth 100g, 

granulated/powder, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 2,888.26 2,888.26 

 87 Phenol Red Raffinose Broth 100g, 

granulated/powder, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 4,056.00 4,056.00 

 88 Saline Lysine Decarboxylase Medium 500g, 

granulated/powder, laboratory grade, expiration at 

least 1 year after delivery 

bot 1 3,862.00 3,862.00 

  PR #230     

 89 Hydrogen peroxide- Industrial Grade 12% 500 

ml 

 

6 

 

288.00 1,728.00 

 90 Disposable Face Mask- 99% BFE Medical Grade 

3 Ply with Earloop, 50 pcs/ box 
box 

box 

 

5 78.40 392.00 

 91 Disposable Non-sterile Gloves- latex gloves 

powder-free and non-sterile latex 

box, 

100s 

5 230.00 1,150.00 

 92 H&E Routinary Stain-Hematoxylin 

- Hermatoxylin stain (Practice grade, 

25g/bottle) 

Eosin stain powder (25g/bottle) 

bottle, 
500 

ml 

1 3,712.00 3,712.00 

 93 Paraffin Wax – soft, pellet type atleast 450g/pack pouch 1 216.00 216.00 

 94 Mounting Medium, atleast 20ml glass bottle 45% 

acrylic resin and 55% xylene 

bottle 

(500 

ml) 

1 6,088.00 6,088.00 

 95 Xylene (Technical Grade, 2.5/L) bottle 
(500 

ml) 

1 1,920.00 1,920.00 

 96 Absolute Ethyl Alcohol (Assay/Purity – 100%) 

atleast 100ml/bottle 
bottle 1 608.00 608.00 

 97 Set of Chick Embryo Slides the ff; inclusions 

24hr chick embryo, whole mount (w.m.) 

33hr chick embryo, whole mount (w.m.) 

40hr chick embryo, whole mount (w.m.) 

48hr chick embryo, whole mount (w.m.) 

72hr chick embryo, whole mount (w.m.) 

96hr chick embryo, whole mount (w.m.) 

24 hr chick embryo, serial, cross section (c.s.) 

24 hr chick embryo, serial, longitudinal section 

(l.s.) 

33 hr chick embryo, serial, cross section (c.s.) 

33 hr chick embryo, serial, longitudinal section 

(l.s.) 

case 1 15,900.00 15,900.00 

 98 Set of Hematology Slide Stain – comprising 
atleast of the following inclusions, 3 bottles of 

atleast 200ml/bottle each of a fixative agent 

(methanol, blue), solution I (eosinophilic, orange), 

and solution II (basophilic, blue) 

set 

 

1 10,066.00 10,066.00 

  PR #224     
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 99 VTH MICROSCOPE – Vet Microscope w/ HD 
Monitor TT – 1502 LCD 

- Head: Tronocular Head, 300 inclined, 

interpupillary distance 48-75 mm, 

eyepiece tube diopter adjustable 

- Eyepiece: WF10x/20mm, diopter 

adjustable, Dia. 30mm 

- Objective: high contrast Chromatic 

Free 4x, 10x, 40x (S), 100x (Oil, S) 

- Focus Knob: Coaxial coarse and fine 

focusing, fine division 0.002mm, 

coarse stroke 37.7mm/rotation, 

focusing range 24mm 

- Nosepiece: Quadruple, backward with 

click stops 

- Stage: Double layer mechanical stage 

142x132mm, Graphite surface, moving 

range 75x50mm 

- Condenser: Abbe condenser N.A. .25, 

center adjustable 

- Adjustable light source: 3w LED 

Brightness 

- Adjustable Adapter: C.mount 0, 5x 

- Package: 53*32.5cm/11.5 kg, 1 set/ 

carton 

With warranty: 10 years 

unit 1 95,000.00 95,000.00 

  PR #228     

 100 Autoclave-Volume: 23 L, AC220, design 
pressure: 0.25Mpa, Quality stainless steel inner 

tank, sealed cover 

The microcomputer controls the automatic cycle, 

121℃ and 134℃ can be set, Touch buttons, 
Equipped with standard test interface, European 

CLASS N standard. With automatic protection 

function: over temperature protection, over 

pressure protection, low water level protection, 
anti-dry burning. The unique three-time 

temperature rise and fall program achieves higher 

steam saturation and significantly improves the 

sterilization effect. Buzzer reminder after 
sterilization, automatic stop. Automatic discharge 

of cold air, automatic steam exhaust after 

sterilization. Built-in steam generator to provide 

saturated steam quickly) 

pc 1 50,000.00 50,000.00 

 101 STETHOSCOPE -DUAL HEAD, With 

connector piece in contrasting colour Double-

sided chestpiece with dual-frequency diaphragm 

Ideal for auscultation of high-frequency noises 

Acoustical output: 9-10 

pc 2 10,000.00 20,000.00 

  PR #229     
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 102 ECG 

- dimensions: atleast 220x153x55 mm 

(LxWxH), weight: <0.6 kg 

- recording of standard 12 ECG leads 

- saving the ECG signal simultaneously 

from all the 12 leads during the 

automatic recording, together with the 

date and time of the examination 

- Filter settings, examination recording 

time and, optionally, patients’ data, in 

the internal memory 

- printout of the analysis, interpretation 

of automatic ECG examination 

- LCD TFT atleast (4,3", 480x282) touch 

screen  

- membrane alphanumeric keyboard with 

functional keys 

- graphical menu displayed on screen for 

easy operation using keyboard 

- automatic analysis and interpretation in 

compliance with EN 60601-2-25 (CSE 

database) interpretation dependable on 

age & sex of a patient, memory of the 

last automatic examinations, with a 

limit from 5 to 1000 

- up to 130 automatic examinations in 

battery mode 

- continuous heart rate (HR) 

measurement and display 

- automatic detection of QRS complex 

- adapted to direct operation on an open 

heart 

- detection of electrode detachment; 

independent for each channel 

- selectable channel to detect heart rate 

- thickness of the printing ECG 

waveforms line to choose from: normal 

or bold 

- external USB communication port to 

connect a PC and the CardioTEKA 

software, for real-time transmission of 

ECG signal acoustic 

- protection against defibration 

- automatic examination with the 

printout of patient data and clinic data 

End-user machine operation training, with AIR 
and UPS, installation and all installation needs, Bi-

annual service/maintenance visit, 3 years warranty 

on parts and services 

unit 1 50,000.00 50,000.00 

 103 CHILLER - Technical Specifications: atleast 8.5 

cu.ft Upright Chiller, HD inverter Upright Chiller, 

Super Quick Chill, 7 level Temperature Control, 

Energy efficient inverter compressor, blower fan, 
4 adjustable heavy duty Wire Shelves with tag 

Shelves, LED lights, Recessed Handle, Key Lock, 

Fan on Glass Door to prevent Moisture, Heavy 

Duty Quality, Clean Back, Type A-2 Flat Prong 
Plug, Manual Defrost, Single Door Chiller, 

Temperature Range: +2 TO +8C, 210 Watts, 

Product Description: Length: 57.5cm, 

Width:54cm, Height: 183.5cm Product Weight: 

54kg        

unit 1  25,000.00   25,000.00  
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  PR #304     

 104 "MICROSCOPE- Observation mode: Brightfield, 
Head: Binocular, 360° rotating and 30° inclined, 

Interpupillary distance 48-75mm, Dioptric 

adjustment: on the left eyepiece tube, Eyepieces: 

WF10x20 mm, high eye-point and secured by 
screw, Nosepiece: Quadruple revolving 

nosepiece, rotation on ball bearings. Objectives: 

IOS N-PLAN 4x/0.10, IOS N-PLAN 10x/0.25, 

IOS N-PLAN 40x/0.65, IOS N-PLAN 100x/1.25 

(Oil/Water) 

All with anti-fungus treatment. Specimen stage: 

Double layer rackless, mechanical sliding stage, 

150x139 mm, 75x33 mm X-Y movement range. 
Vernier scale on the two axes, accuracy: 0.1 mm. 

Focusing: Coaxial coarse and fine focusing 

mechanism with limit stop to prevent the contact 

between objective and specimen. Adjustable 

tension of coarse focusing knob. 

Condenser: Abbe N.A. 1.25, with objective-coded 

iris diapragm, focusable and centerable. 

Illumination (Fixed Koehler type): X-LED3 type 
with white 3.6 W LED (6, 3.. K) and light intensity 

control. Multi-plug 100-240Vac/6Vdc external 

power supply" 

unit 1  95,000.00   95,000.00  

  PR #331     

 105 pH METER, range: 0.0 to 14.0 pH, handheld, 
portable, power source: battery, one or two-point 

calibration 

Unit 1 10,000.00 10,000.00 

  PR #290     

 106 DIGITAL ROTARY VISCOMETER with the 

following specification: Power 220V, rotor 

specification: 2#, rotating speed: 30 rpm, product 

size: 370 x 325 x 281 mm with 1 year warranty 

Unit 1 30,001.00 30,001.00 

  PR #343     

 107 alcohol, ehtyl, 500mL bot 9 100.00 900.00 

 108 clean gloves (medium) box 20 100.00 2,000.00 

 109 clean gloves (large) box 20 100.00 2,000.00 

 110 betadine 10% solution (120mL) bot 20 300.00 6,000.00 

 111 disposable facemask box 10 60.00 600.00 

 112 sterilized gauze pad (4"x4") pc 100 8.00 800.00 

 113 sterile water for injection (50mL) bot 10 60.00 600.00 

 114 disposable syringe (1cc) box 2 200.00 400.00 

 115 disposable syringe (3cc) box 2 200.00 400.00 

 116 disposable syringe (5cc) box 2 200.00 400.00 

 117 first aid kit set 8 1,000.00 8,000.00 

 118 foley catheter (silicon coated) FR16 box 2 300.00 600.00 

 119 lubricating jelly (5g/sachet) box 2 1,700.00 3,400.00 

 120 medical tuning fork pc 5 200.00 1,000.00 

 121 patient gait belt pc 6 600.00 3,600.00 

  PR #345     
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 122                    INCUBATOR                                              
Capacity: 4 cu. Ft.,  

Certifications/Compliance: CE Marked 

Controller Type: Microprocessor control with 

vacuum fluorescent display 
Capacity (Metric): 117 L  

Chamber Material: Stainless Steel 

Convection Technology: Gravity convection 

No. of Shelves: 2 supplied/16 max. 
Plug Type: Country-specific 

Temperature Range (Metric): Ambient +5° to 

75°C 

Type: Microbiological Incubator 
Dimensions (D x W x H) Interior: 16.3x18.3 x 

23.9 in. (41.4 x 46.4 x 60.8 cm) 

Dimensions (L x W x H): 22.2 x 25.2 x 32.3 in. 

(56.5 x 64 x 82 cm), Weight (112 lb.)                        
Weight (Metric): 51kg              

Electric requirements: 230 V, 50/60 Hz       

Voltage: 230 V                         

Wattage: 540 w                    
Amperage: 2.3 A                 

Frequency: 50/60 Hz " 

•Gravity convection provides gentle air flow and 

minimal drying out                                                       
•Temperature range from ambient 5° to 75°C  

• Temperature uniformity of ±0.6°C (measured at 

37°C) 

• Temperature stability of ±0.2°C (measured at 37 
°C) 

• Corrosion-resistant stainless-steel chamber 

(AISI 430) 

• Intuitive user interface for setting temperature 
• Large, easy to read vacuum fluorescent display 

• Internal glass door allows sample viewing 

without impacting temperature 

• Exceptionally small footprint     • With AVR and 

UPS "         

unit 1 200,000.00 200,000.00 

  PR #59     

 123 beaker, glass 50mL, Borosilicate pc 5  270.50   1,352.50  

 124 beaker, glass 100mL, Borosilicate pc 6  295.00   1,770.00  

 125 beaker, glass 250mL, Borosilicate pc 5  415.00   2,075.00  

 126 beaker, glass 500mL, Borosilicate pc 5  500.00   2,500.00  

 127 beaker, glass 1000mL, Borosilicate pc 5  800.00   4,000.00  

 128 erlenmeyer flask glass, 50mL, Borosilicate pc 5  470.00   2,350.00  

 129 erlenmeyer flask glass, 250mL, Borosilicate pc 5  500.00   2,500.00  

 130 erlenmeyer flask glass, 500mL, Borosilicate pc 5  610.00   3,050.00  

 131 erlenmeyer flask glass, 1000mL, Borosilicate pc 3  910.00   2,730.00  

 132 test tube, glass 16x100mm, Borosilicate pc 5  60.00   300.00  

 133 test tube, glass 18x100mm, Borosilicate pc 5  80.00   400.00  

 134 petriplates, glass, 150mmx20mm, Borosilicate pc 5  359.48   1,797.40  

 135 alcohol lamp with ceramic wick pc 4  571.39   2,285.56  

  PR #61     

 136 sodium hydroxide, pellets, white, 1kg, analytical 

reagent, expiry date: 1 year after delivery 

bot 1  7,000.00   7,000.00  

 137 hydrochloric acid, analytical grade 37%. 2.5L, 

expiry date: 2 years after delivery 
bot 1  25,000.00   25,000.00  

 138 citric acid AR laboratory analytical reagent 500g, 

expiry date: 2 years after delivery 
bot 1  7,260.00   7,260.00  
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 139 sulfuric acid, ACS grade, 95.0 to 98.0% (w/w), 

amber glass bottle 

bot 1  28,844.42   28,844.42  

 140 petroleum ether laboratory analytical reagent ACS 

grade, 4L, expiry date: 2 years after delivery 
bot 1  10,521.00   10,521.00  

 141 chloroform ≥99% ACS reagent grade, 1L bot 1  15,384.99   15,384.99  

 142 potassium iodide, analytical grade, 500mL, expiry 

date: 1 year after delivery 

bot 1  4,056.00   4,056.00  

 143 acetic acid, glacial, AR laboratory analytical 

reagent 2.5L, expiry date: 2 years after delivery 
bot 1  9,000.00   9,000.00  

 144 sodium nitrite, ACS reagent, ≥97.0%, expiry date: 

1 year after delivery 

bot 1  3,736.85   3,736.85  

 145 zinc oxide, reagent grade, ACS, Reag.Ph Eurx., 

500g, expiry date: 1 year after delivery 
bot 1  24,869.58   24,869.58  

 146 potassium hydroxide 500g AR laboratory 
analytical reagent, 500g, expiry date: 2 years after 

delivery 

bot 1  3,900.00   3,900.00  

 147 dipotassium hydrogen phosphate (potassium 
phosphate dibasic) 500g AR laboratory reagent, 

expiry date: 2 years after delivery 

bot 1  10,000.00   10,000.00  

 148 potassium dihydrogen phosphate (potassium 
phosphate monobasic) AR laboratory reagent, 1 

kg, expiry date: 2 years after delivery 

bot 1  7,000.00   7,000.00  

 149 CaCl2.2H20 laboratory grade, 500g, expiry date: 

1 year after delivery 

bot 1  3,000.00   3,000.00  

 150 sodium chloride AR laboratory analytical reagent 

500g, expiry date: 2 years after delivery 
bot 1  4,000.00   4,000.00  

 151 potassium chloride AR laboratory analytical 
reagent ACS grade 500g, expiry date: 2 years after 

delivery 

bot 1  7,000.00   7,000.00  

 152 potassium sulfate 500g AR Laboratory analytical 

reagent, expiry date: 2 years after delivery 

bot 1  6,000.00   6,000.00  

 153 Bendict's reagent, 500mL, expiry date: 1 year after 

delivery 
bot 1  6,000.00   6,000.00  

 154 copper sulfate 500g AR laboratory analytical 

reagent, expiry date: 1 year after delivery 

bot 1  7,755.00   7,755.00  

 155 glucose (dextrose) AR laboratory analytical 

reagent, 500g, expiry date: 2 years after delivery 
bot 1  6,000.00   6,000.00  

 156 fructose AR laboratory analytical reagent grade 

500g, expiry date: 2 years after delivery 

bot 1  8,000.00   8,000.00  

 157 hexane AR laboratory analytical reagent ACS 

Grade in glass bottle, 2.5L, expiry date: 2 years 

after delivery 

bot 1  8,904.00   8,904.00  

 158 sodium thiosulfate AR laboratory analytical 

reagent 500g, expiry date: 2 years after delivery 
bot 1  5,000.00   5,000.00  

 159 ferric chloride/Iron (III) chloride CAS:7705-08-0 
laboratory analysis reagent 500g, expiry date: 2 

years after delivery 

bot 1  5,100.00   5,100.00  

  PR #72     
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 160 supply, delivery, installation, and commissioning 
of a DUCTLESS FUME HOOD (External size: at 

least 1000*900*1200mm; Internal sie: at least 

980*806*788mm; opening: at least 740mm; 230 

m3/h airflow volume; 0.3-0.8 m/s air velocity; ≤65 
db (A) noise; 15W LED Lamp; ≥400lx 

illuminator. with built-n centrifugal blower; 220V 

50/60Hz power supply; 150W consumption; main 

body material (PP Plate, 8mm thickness); work 
table material (chemical resistant phenolic resin); 

with complete accessories; with at least 1 year 

warranty; with training on the use of the 

equipment 

unit 1 299,156.00 299,156.00 

  PR #53     

 161 digital precision electronic laboratory balance 

industrial weighing scale (up to 10 kg capacity, 0.1 

g reading precision, bench scale type, with 

counting table top scale size 260mm Lx180mm 
W, 64mm H, not more than 3 min warm-up, with 

stainles steel pan, with power adaptor (7.5V 

200mA), with 4 pcs AA batteries. 

unit 1 4,500.00 4,500.00 

  PR #51     

 162 petroleum ether (500mL/glass bottle). Analytical 

grade 
bot 2  2,200.00   4,400.00  

 163 sodium hydroxide pellets (1kg/bot) bot 15  1,650.00   24,750.00  

 164 plate count agar standard method (500g/bottles); 

powder 

bot 1  11,000.00   11,000.00  

 165 chlorine test strips (100 strips/bottles; free 

chlorine range (ppm); 0-25-50-200-500 

bot 3  1,500.00   4,500.00  

 166 disposable 75% alcohol swab (100 pcs/box; 

3x6cm/piece) 

boxbo

x 

10  120.00   1,200.00  

  PR #236     

 167 hoyer's mounting media 

- Contains trichloroacetaldehyde 60% by 

weight – 600mg/g, 0.864/ml/synonyms: 

trichloroethanal, chloral 

Stable under recommended storage conditions 

mL 

 

10  1,000.00   10,000.00  

  Fund Source: STF-NF     

  PR #305     
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 168 VERTICAL AUTOCLAVE – Capacity 50L, 
200L Chamber Size, Designed Pressure, 

0.28Mpa, Designed Temp., 134.0C, working 

pressure, 0.23MPa, working temp., 105!136 

Temp., Display Accuracy, 0.10C, Timing Range, 
0~999min Dynamic pulse, Exhaust times 0~9 

times, Exhaust temp., 105~1360C, Temp. 

Holding range 45~650C 

Safety Features: 

- Over pressure. Safety valve can 

automatically open to release pressure. 

- Over temperature. The system will 

power off automatically. 

- Anti-dry out function. If water level is 

too low, system will power off and 

error code displays on screen. 

- Over current. Over voltage or electric 

leakage protection apparatus-air switch. 

-  Door cover. The door is covered with 

safety shell made of thermal insulation 

material, which can protect operator 

from burning by heat and looks nice 

Installation and Calibration, Request for free 

training with a certificate, Annual Calibration 

certificate for 2 years, PMS every 6 mos for 2 

set 1 190,000.00 190,000.00 

 169 BP SERIES ELECTRIC PRECISION 

BALANCE (External Calibration) 0-6100g 
Scope of Works: 

- Installation and calibration, request free 

training with a certificate, annual 

calibration certificate for 2 years, PMS 

every 6mos for 2 years, 1 year 

warranty, power supply: 

AC220V±10%, 50/60Hz; 110V±10%, 

50/60Hz, power cord, no battery 

- Capacity: 0.1,000g 

- Readability: 10mg 

- Linear error: 20mg 

Standard accessory: Balance body, scale 

unitt 1 65,000.00 65,000.00 

  PR #714     

 170 DIGITAL MICROSCOPE (G1200D 12 MO, 7'' 

color screen LCD display 1-1200xcontinuous with 

light amplification magnifier, built in battery) 

pc 2  4,362.00   8,724.00  

 171 VERNIER DIGITAL CALIPER 0-150mm high 

precision stainless steel electronic 

pc 3  1,803.00   5,409.00  

 172 HANDHELD ILLUMINATED MAGNIFIER 3x 

45x microscope magnifying glass with 3 LED 

light aid reading loupe 

pc 3  175.00   525.00  

  PR #310     
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 173 Hotplate with stirrer                                          

Plate size: 180 x 180 mm 

Plate material: Ceramic 

Maximum temperature: 500℃ 

Rotational speed (rpm): 100-1500 

Mixing capacity (L): 10 

Accessories: Stirring bar set of 3(ceramic top 

plate, 15L capacity, backlit LCD for temperature 

and speed, 60*1600 rpm speed range)" 

Pc 2  46,237.93   92,475.86  

  PR #55     

 174 DIGITAL & HYDRAULIC HAND 

DYNAMOMETER; Measures from 0-200 lbs or 

90 kg; accommodates small and large hand sizes, 

with five grip positions from 1.375&quot; to 
3.375&quot; dual scale readout measures 

isometric grip force in both pounds and kilograms; 

peak hold needle retains the highest reading until 

reset; scratch-resistant UV coating protects all 
digital components for damage, the unit does not 

have internal moving parts, one year warranty, 

include items, carrying case, complete manuals 

with use and complete instructions for hand 
strength and flexibility training, calibration 

certificate in compliance with ISO/IEC 17025 and 

its traceable to NIST 

unit 1  25,000.00   25,000.00  

 175 Digital Weighing Scale (SECA 874), capacity: 

200 kg/440 lbs  

- graduation: 50g &lt; 150 kg &gt; 

100g/lbs &lt; 330 lbs &gt; 0.2 lbs 

- dimensions (WxHxD): 321x61x362mm 

/ 12.6x2.4x14.3 &quot 

- Dimensions/platform (WxHxD): 

288x60x280mm / 11.3x2.4x11 &quot 

- Weight: 4.1kg / 8.9 lbs 

- Power supply: batteries, functions: 

mother/child-function, auto-HOLD, 

kg/lbs switch over, with 5-10 kg 

calibration weights 

With 1 year warranty plus calibration after 
expiration of warranty must certified distributor of 

Digital Weighing Scale (SECA 874) offered brand 

from the manufacturer 

unit 1  35,000.00   35,000.00  

  PR #736     

 176 LABORATORY DRYING RACK; wall mount, 

premium PP 27-52 Pillars draining rack glassware 

detachable; color: gray/black; material: 

polypropylene (PP), Peg length: 13cm.5.1 in. 

unit 

unit 

4  12,000.00   48,000.00  

  TOTAL    4,903,470.

62 
20.2 Latest Income and Business Tax Returns 

21.1 Additional Requirement: (a) Must have a physical store/Business establishment, 

(b) Expiry date atleast 1 year after delivery in selected items, (c) calibration, and 

(d) Warranty period for selected items 
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Section IV. General Conditions of Contract 
 

 

Notes on the General Conditions of Contract  
 

The General Conditions of Contract (GCC) in this Section, read in conjunction with the 

Special Conditions of Contract in Section V and other documents listed therein, should be a 

complete document expressing all the rights and obligations of the parties. 

 

Matters governing performance of the Supplier, payments under the contract, or matters 

affecting the risks, rights, and obligations of the parties under the contract are included in 

the GCC and Special Conditions of Contract.   

 

Any complementary information, which may be needed, shall be introduced only through 

the Special Conditions of Contract.  
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1. Scope of Contract 
 

This Contract shall include all such items, although not specifically mentioned, that can 

be reasonably inferred as being required for its completion as if such items were 

expressly mentioned herein. All the provisions of RA No. 9184 and its 2016 revised 

IRR, including the Generic Procurement Manual, and associated issuances, constitute 

the primary source for the terms and conditions of the Contract, and thus, applicable in 

contract implementation.  Herein clauses shall serve as the secondary source for the 

terms and conditions of the Contract.  

 

This is without prejudice to Sections 74.1 and 74.2 of the 2016 revised IRR of RA No. 

9184 allowing the GPPB to amend the IRR, which shall be applied to all procurement 

activities, the advertisement, posting, or invitation of which were issued after the 

effectivity of the said amendment.   

 

Additional requirements for the completion of this Contract shall be provided in the 

Special Conditions of Contract (SCC).   

 

2. Advance Payment and Terms of Payment 
 

2.1. Advance payment of the contract amount is provided under Annex “D” of the 

revised 2016 IRR of RA No. 9184. 

 

2.2. The Procuring Entity is allowed to determine the terms of payment on the partial 

or staggered delivery of the Goods procured, provided such partial payment 

shall correspond to the value of the goods delivered and accepted in accordance 

with prevailing accounting and auditing rules and regulations.  The terms of 

payment are indicated in the SCC. 

 

3. Performance Security 
 

Within ten (10) calendar days from receipt of the Notice of Award by the Bidder from 

the Procuring Entity but in no case later than the signing of the Contract by both parties, 

the successful Bidder shall furnish the performance security in any of the forms 

prescribed in Section 39 of the 2016 revised IRR of RA No. 9184.  

 

4. Inspection and Tests 
 

The Procuring Entity or its representative shall have the right to inspect and/or to test 

the Goods to confirm their conformity to the Project specifications at no extra cost to 

the Procuring Entity in accordance with the Generic Procurement Manual.  In addition 

to tests in the SCC, Section VII (Technical Specifications) shall specify what 

inspections and/or tests the Procuring Entity requires, and where they are to be 

conducted.  The Procuring Entity shall notify the Supplier in writing, in a timely 

manner, of the identity of any representatives retained for these purposes. 

 

All reasonable facilities and assistance for the inspection and testing of Goods, 

including access to drawings and production data, shall be provided by the Supplier to 

the authorized inspectors at no charge to the Procuring Entity.  
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5. Warranty 
 

5.1 In order to assure that manufacturing defects shall be corrected by the Supplier, 

a warranty shall be required from the Supplier as provided under Section 62.1 

of the 2016 revised IRR of RA No. 9184.  
  

5.2 The Procuring Entity shall promptly notify the Supplier in writing of any claims 

arising under this warranty.  Upon receipt of such notice, the Supplier shall, 

repair or replace the defective Goods or parts thereof without cost to the 

Procuring Entity, pursuant to the Generic Procurement Manual. 
 

6. Liability of the Supplier 
 

The Supplier’s liability under this Contract shall be as provided by the laws of the 

Republic of the Philippines.  

 

If the Supplier is a joint venture, all partners to the joint venture shall be jointly and 

severally liable to the Procuring Entity.
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Section V. Special Conditions of Contract 
 

 

Notes on the Special Conditions of Contract  
 

Similar to the BDS, the clauses in this Section are intended to assist the Procuring Entity in 

providing contract-specific information in relation to corresponding clauses in the GCC 

found in Section IV. 

 

The Special Conditions of Contract (SCC) complement the GCC, specifying contractual 

requirements linked to the special circumstances of the Procuring Entity, the Procuring 

Entity’s country, the sector, and the Goods purchased.  In preparing this Section, the 

following aspects should be checked: 

 

a. Information that complements provisions of the GCC must be incorporated. 

 

b. Amendments and/or supplements to provisions of the GCC as necessitated by the 

circumstances of the specific purchase, must also be incorporated. 

 

However, no special condition which defeats or negates the general intent and purpose of 

the provisions of the GCC should be incorporated herein. 
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Special Conditions of Contract 
GCC 

Clause 

 

1 [List here any additional requirements for the completion of this Contract.  The 

following requirements and the corresponding provisions may be deleted, 

amended, or retained depending on its applicability to this Contract:] 

 

 Delivery and Documents – 

 

 For purposes of the Contract, “EXW,” “FOB,” “FCA,” “CIF,” “CIP,” “DDP” 

and other trade terms used to describe the obligations of the parties shall have 

the meanings assigned to them by the current edition of INCOTERMS 

published by the International Chamber of Commerce, Paris.  The Delivery 

terms of this Contract shall be as follows: 

 

  “The delivery terms applicable to the Contract are DDP delivered Central 

Mindanao University, Musuan, Maramag, Bukidnon In accordance with 

INCOTERMS.”   

  “The delivery terms applicable to this Contract are delivered Central Mindanao 

University, Musuan, Maramag, Bukidnon. Risk and title will pass from the 

Supplier to the Procuring Entity upon receipt and final acceptance of the Goods 

at their final destination.” 

 

 Delivery of the Goods shall be made by the Supplier in accordance with the 

terms specified in Section VI (Schedule of Requirements).   

 For purposes of this Clause the Procuring Entity’s Representative at the Project 

Site is [indicate name(s)]. 

 

 Incidental Services – 

 

 The Supplier is required to provide all of the following services, including 

additional services, if any, specified in Section VI. Schedule of Requirements: 

  

Select appropriate requirements and delete the rest. 

 

 a. performance or supervision of on-site assembly and/or start-up of 

the supplied Goods; 

 b. furnishing of tools required for assembly and/or maintenance of the 

supplied Goods; 

 c. furnishing of a detailed operations and maintenance manual for each 

appropriate unit of the supplied Goods; 

 d. performance or supervision or maintenance and/or repair of the 

supplied Goods, for a period of time agreed by the parties, provided 

that this service shall not relieve the Supplier of any warranty 

obligations under this Contract; and 
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 e. training of the Procuring Entity’s personnel, at the Supplier’s plant 

and/or on-site, in assembly, start-up, operation, maintenance, and/or 

repair of the supplied Goods. 

 The Contract price for the Goods shall include the prices charged by the 

Supplier for incidental services and shall not exceed the prevailing rates charged 

to other parties by the Supplier for similar services. 

  

Spare Parts – 

 

 The Supplier is required to provide all of the following materials, notifications, 

and information pertaining to spare parts manufactured or distributed by the 

Supplier: 

 

 1. such spare parts as the Procuring Entity may elect to purchase from the 

Supplier, provided that this election shall not relieve the Supplier of any 

warranty obligations under this Contract; and 

 

 2. in the event of termination of production of the spare parts: 

 

 i. advance notification to the Procuring Entity of the pending 

termination, in sufficient time to permit the Procuring Entity to 

procure needed requirements; and 

 

 ii. following such termination, furnishing at no cost to the Procuring 

Entity, the blueprints, drawings, and specifications of the spare 

parts, if requested. 

 

 The spare parts and other components required are listed in Section VI 

(Schedule of Requirements) and the costs thereof are included in the contract 

price. 

 

 The Supplier shall carry sufficient inventories to assure ex-stock supply of 

consumable spare parts or components for the Goods for a period of [indicate 

here the time period specified. If not used indicate a time period of three times 

the warranty period].   

 

 Spare parts or components shall be supplied as promptly as possible, but in any 

case, within [insert appropriate time period] months of placing the order. 

 Packaging – 

 

The Supplier shall provide such packaging of the Goods as is required to prevent 

their damage or deterioration during transit to their final destination, as 

indicated in this Contract.  The packaging shall be sufficient to withstand, 

without limitation, rough handling during transit and exposure to extreme 

temperatures, salt and precipitation during transit, and open storage.  Packaging 

case size and weights shall take into consideration, where appropriate, the 

remoteness of the Goods’ final destination and the absence of heavy handling 
facilities at all points in transit. 
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 The packaging, marking, and documentation within and outside the packages 

shall comply strictly with such special requirements as shall be expressly 

provided for in the Contract, including additional requirements, if any, specified 

below, and in any subsequent instructions ordered by the Procuring Entity. 

 

 The outer packaging must be clearly marked on at least four (4) sides as follows: 

 

 Name of the Procuring Entity 

 Name of the Supplier 

 Contract Description 

 Final Destination 

 Gross weight 

 Any special lifting instructions 

 Any special handling instructions 

 Any relevant HAZCHEM classifications 

 

 A packaging list identifying the contents and quantities of the package is to be 

placed on an accessible point of the outer packaging if practical. If not practical 

the packaging list is to be placed inside the outer packaging but outside the 

secondary packaging. 

 

 Transportation – 

 

 Where the Supplier is required under Contract to deliver the Goods CIF, CIP, 

or DDP, transport of the Goods to the port of destination or such other named 

place of destination in the Philippines, as shall be specified in this Contract, 

shall be arranged and paid for by the Supplier, and the cost thereof shall be 

included in the Contract Price. 

 

 Where the Supplier is required under this Contract to transport the Goods to a 

specified place of destination within the Philippines, defined as the Project Site, 

transport to such place of destination in the Philippines, including insurance and 

storage, as shall be specified in this Contract, shall be arranged by the Supplier, 

and related costs shall be included in the contract price. 

  

Where the Supplier is required under Contract to deliver the Goods CIF, CIP or 

DDP, Goods are to be transported on carriers of Philippine registry.  In the event 

that no carrier of Philippine registry is available, Goods may be shipped by a 

carrier which is not of Philippine registry provided that the Supplier obtains and 

presents to the Procuring Entity certification to this effect from the nearest 

Philippine consulate to the port of dispatch.  In the event that carriers of 

Philippine registry are available but their schedule delays the Supplier in its 

performance of this Contract the period from when the Goods were first ready 

for shipment and the actual date of shipment the period of delay will be 

considered force majeure. 

  

The Procuring Entity accepts no liability for the damage of Goods during transit 

other than those prescribed by INCOTERMS for DDP deliveries.  In the case 

of Goods supplied from within the Philippines or supplied by domestic 
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Suppliers risk and title will not be deemed to have passed to the Procuring Entity 

until their receipt and final acceptance at the final destination.  

 Intellectual Property Rights – 

 

 The Supplier shall indemnify the Procuring Entity against all third-party claims 

of infringement of patent, trademark, or industrial design rights arising from use 

of the Goods or any part thereof. 

 Regular and Recurring Services –  

[In case of contracts for regular and recurring services, state:] “The contract 

for regular and recurring services shall be subject to a renewal whereby the 

performance evaluation of the service provider shall be conducted in 

accordance with Section VII. Technical specifications.” 

2.2 [If partial payment is allowed, state] “The terms of payment shall be as follows: 

_____________.”  

4 The inspections and tests that will be conducted are: [Indicate the applicable 

inspections and tests] 
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Section VI. Schedule of Requirements 
 

The delivery schedule expressed as weeks/months stipulates hereafter a delivery date which is 

the date of delivery to the project site.   

 

 
Item 

Number 

Description Quantity Total Delivered, 

Weeks/Months 

 Fund Source: STF    

 PR #757    

1 ANALYTICAL BALANCE: readability 0.0001g, max 
capacity 220g; external calibration; tare function/counting; 

overload alarm; windshield stable measurement, with 

AVR and UPS, 1 year warranty, free calibration/preventive 

maintenance 

1   

2 GEL ELECTROPHORESIS with built-in power supply, 

with at least 7cm x 7cm, 7cm x 10cm trays, with AVR and 

UPS, 1-year preventive maintenance 

1   

3 pH METER BENCHTOP - automatic calibration with 
recognition up to 16 buffers, automatic temperature 

compensation, electrode check during calibration, 

measuring range: Voltage (±1500.0 mV), pH (0 + 14.00), 

temperature (-5 to 105 °C), resolution: Voltage (±0.0 mV), 
pH (±0.01), temperature (±0.01 °C), accuracy: Voltage 

(±0.4 mV), pH (±0.01), temperature (±0.2 °C), preferred 

unit: Sartorious PB-10 pH Meter, with 1 automatic voltage 

regulator and UPS, 1 year warranty and preventive 

maintenance 

2   

 PR #734    

4 PRESSURE COOKER STERILIZER, heavy cast 

aluminum, at least 30 quarts 28.29L with pressure 

regulator 

1   

5 MICROSCOPE with 4x, 10x, 100x objectives, electric, 

chargeable (optional) 

1   

 PR #737    

6 TRIPLE BEAM BALANCE. 2610-gram capacity, 

readability 0.1g, selectable weighing units, grams; 

platform size, 6in (152mm) 

1   

7 IMMERSION GLASS THERMOMETER, 0-110 °C 4   

8 pyrex BEAKER, 400 ml 2   

9 RUBBER TUBE, 1mm diameter 7.5   

10 MAGNETIC STIRRER HOT PLATE WITH 

THERMOMETER, single burner, 220V, 2000mL mixing 

capacity with magnetic hot plate stirrer, US plug, Material: 

aluminum, stirring speed 100-2000 rpm, power 180W, 1 yr 

warranty 

1   

11 OPTICAL PHYSICAL EXPERIMENT BOX SET; 

Triangular prism; convex lens; concave mirror dial; three 

line semiconductor laser light source; 1x dial with angle (it 
is attached to the box); 1x small sink; 1x spherical mirror 

(both sides are: convex mirror, concave mirror);1x convex 

lens; 1x concave lens; 1x rectangular glass brick; 1xcemi-

circular glass brick; 1x triangular prism (equilateral 
triangle); 2x plane mirror; 1x brown glass plate (flat 

mirror); 3x chess; 1x three-line semiconductor laser light 

source; 1x Ф30 lenticular lens with frame 

2   
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12 LINEAR EXPANSION APPARATUS, length: 27in; 1 

base; Dial gauge; 3 metal rods 500mm x 4.5mm diameter 

1   

13 SPRING SCALE; dual scale that reads 0-1000g in 

increments and 0-10 Newtons in 0.1 newton increment, 

accuracy is ±1% 

4   

14 FERRITE BAR MAGNET; red/blue/ 4" x 0.5'' x 0.5'' 5   

15 COPPER CALORIMETER: inside copper, outside 

aluminum. 75x50(D) mm2, measuring amounts of heat. 

And is made of polished copper for thermal conductivity.  

Contains an inner vessel, outer vessel, lid, and stirrer for 
conducting experiments.  The lid has a central tubule for 

placing a thermometer, and a slit for the stirrer 

(thermometer sold separately).  the inner vessel has cork 

supports to help protect surfaces, and measures 75.0mm 
(H) with a 50.0mm diameter. The outer vessel measures 

100.0mm (H) with a 75.0mm diameter. (H is height the 

vertical distance from the lowest to highest point). Inner 

vessel outer vessel lid stirrer 

4   

16 MICROMETER CALIPER 2   

 PR #367    

17 BROMOCRESOL GREEN, ACS grade, 95% dye, same or 

equivalent as Sigma-Aldrich CAT.114359, 5G 

2   

18 SODIUM HYDROXIDE, AR, pellets, ≥98.5%, same or 

equivalent as Sigma-Aldrich V800383, 500 G 

1   

19 SODIUM PHOSPHATE dibasic anhydrous for analysis 

EMSURE® ACS, Reag. Ph Eur. 1000 G, same or 

equivalent to Supelco 1065860500 

1   

20 PAPER TOWEL, interfold, 175 pulls 50   

21 CITRIC ACID, OmniPur® Grade, ≥99.5% anhydrous, 

1000 G, same or equivalent to Millipore 3200-OP 

1   

22 STANDARD ATROPINE for alkaloid determination, 

certified reference material, pharmaceutical secondary 

standard, 10G Supelco PHR3846 

1   

23 POLYVINYL PYRROLIDONE (polyvinyl 

polypyrrolidone, PVPP) reagent/ACS Grade 250g 

1   

24 SODIUM CARBONATE, ACS reagent, anhydrous, 
≥99.5% powder or granules, 1000 G, same or equal to 

Sigma-Aldrich 222321 

1   

25 TANNIC ACID, reference material, pharmaceutical 
secondary standard, 50G, same or equivalent to Supelco 

PHR3781 

1   

26 CHLOROFORM, suitable for HPLC, ≥99.8%, contains 

0.5-1.0% ethanol as stabilizer, 4.0 L 

1   

27 POTASSIUM CHLORIDE, ACS reagent, 99.0-100.5%, 

1000G, same or equivalent to Sigma-Aldrich P3911 
1   

28 HYDROCHLORIC ACID, ACS reagent, 37% same or 

equivalent to Sigma-Aldrich 320331, 4.0L 

1   

29 SODIUM ACETATE TRIHYDRATE, for analysis 

EMSURE® ACS, ISO, Reag., Ph Eut, 1000G, same or 

equivalent to Supelco 1.06267 

1   

30 96-MICROWELL PLATE, 96 wel2l 127; 8/86/15 mm; flat 

bottom; transparent/clear; 50 pcs/unit 
2   

 PR #366    

31 DISPOSABLE NITRILE POWDER-free gloves, 

ambidextrous (indoplas), 100 pcs/box, large 

10   

32 DISPOSABLE NITRILE POWDER-free gloves, 

ambidextrous (indoplas), 100 pcs/box, medium 
5   
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33 LABORATORY LIQUID DETERGENT, 500mL 10   

34 PAPER TOWEL, interfold, 175 pulls 20   

35 MICROTUBES 2000 μL (2.0mL) round bottom, snaplock 
cap, clear, sterile, Rnase, pyrogen-free, polypropene, 

autoclavable when open (121 degrees 20 min), 

functionality from -86 to 100 degrees Celsius, pack of 

1000s  

4   

36 ALUMINUM FOIL heavy duty jumbo, roll 30cm x 150m 2   

37 96-MICROWELL PLATE, 96 well 127; 8/86/15 mm; flat 

bottom; transparent/clear; 50 pcs/unit 

2   

 PR #333    

38 LABORATORY TRAY polypropylene (PP) acid and 

alkali resistant plastic waste liquid barrel cabinet 

hazardous chemicals reagent anti-leakage, 40x40x5cm 

10 

 

  

 PR #249    

39 POTATO DEXTROSE AGAR 

500g/bottle; granulated/powder form; expiry date at least 1 

year from the date of delivery 

2   

40 NUTRIENT AGAR 
500g/bottle; granulated/powder form; expiry date at least 1 

year from the date of delivery 

2   

41 SABOURAUD AGAR 

500g/bottle; granulated/powder form; expiry date at least 1 

year from the date of delivery 

2   

 PR #288    

42 VOLUMETRIC FLASK, glass 500mL 2   

43 GRADUATED CYLINDER, plastic 2000mL 3   

 PR #282    

44 DISSOLVED OXYGEN METER, measurement range: 

20.0-45.0 mg/L - 19.99; 200-400%; 0-500C, measurement 

resolution: 0.1% mg/L, accuracy: ±1%; ±0.3mg/L; 

±0.30C, LCD Display: Electrode STTEMP30 (included); 

STDO11 (included), Accuracy DO: 1%, Accuracy ± 
(temperature): 0.3OC, BAttery life: 250 hours with 

disposable batteries. Calibration: 2 point, Dimensions: 

6.69in x 1.38in x 3.54in (170mm x 35mm x 90mm) 

1   

 PR #312    

45 WATER DISTILLER (5L collection tank capacity, heat 

resistant interior components, 220V power source with 
installation and user training, 2 years service warranty with 

maintenance visit every 6 months for 2 years, annual 

calibration certificate for 2 years) 

1   

 PR #334    

46 AGAROSE GEL ELECTROPHORESIS SYSTEM, 

horizontal, electrophoresis tank is directly connected to the 

included smart power supply, very compact design 
delivered with multiple accessories, heat resistant material 

timer function for an automatic stop of your 

electrophoresis, stable electrical field guarantees straight 

lanes, gel casting set included safety interlock system, 

multichannel pipette compatible 

1   

47 AUTOCLAVE MACHINE, steam sterilizer autoclave, 

21L capacity or higher, stainless steel fitted with pressure 

gauge up to 20psi, electric 

1   

 PR #248    
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48 HEAVY DUTY STERILIZER, heavy cast aluminum 
pressure cooker/canner; designed to reach and maintain a 

temperature between 121-1270C; 41.5 quarts; Inside 

diameter:15.51; Inside height:13.5; Pint jars: 32; Quarts 

jars: 19; Dimension (HxWxL): 48x42x58 cm; Inclusions: 
Pressure dial gauge, Side handle, Top Handle, Wing Nuts, 

Clamp Bolts, Automatic Pressure Control, Vent Pipe, 

Overpressure plug, Canning/cooking rack, Retaining 

Bayonet Clamps; Stove-top; With a 1-year warranty 

2   

 PR #259    

49 pH BENCHTOP METER WITH REFILLABLE PH 
ELECTRODE AND BUILT-IN ELECTRODE HOLDER, 

0.00 to 14.00 pH Range, Measurement Range: 0 to 100OC; 

0.00to 14.00 pH; -1999 to 1999 mV, Measurement 

Resolution: 0.1OC; 0.01 pH; 1 mV, Accuracy: ±0.5OC; 

±1.5 mV, Applications: pH, Oxidation-reduction potential 

(ORP) with temperature measurements, User-friendly 

design clearly displays critical information on 3.5in backlit 

LC, Five distinctly marked keys allow user to operate 
instrument with minimal training, Auto buffer recognition 

and auto-endpoint mode make calibration and 

measurement simple, Built-in electrode holder provides 

straightforward and convenient all-in-one operation, 
Attached quick guide clearly explains operating steps to 

users, Supplied with refillable pH electrode and pH buffer 

mini kit, includes calibration certificate (manufacture's 

calibration) 

1   

50 OHAUS STARTER pH ELECTRODE, Model: ST310, 
pH Range: 0-14 pH, Temp. range: 0-80OC, Shaft material: 

Plastic, Internal Reference Type: Ag/AgCl, Refillable 

electrode, Reference Junction Type: Ceramic pin, Refilling 

Reference Electrode: 3M KCl solution, Dimensions 
(Shaft): 120 x 12 mm. Cable Length: 1m, Temp Sensor: 

Yes, Connector: BNC, Cinch, suitable for OHAUS 

Starter300 portable pH meter 

1   

51 VORTEX MIXER WITH TOUCH STANDBY AND 

CONTINUOUS MODE; Operational Mode: Touch, 
Standby and Continuous Mode; Feet: Four suction cups; 

1.5 Amp; Orbital: 6 mm; 56W; 300-2800 rpm; 220V 

1   

 PR #293    

52 DIGITAL WEIGHING SCALE, maximum capacity: 3000 
grams, minimum display:0.1 grams, repeatability (std 

deviation): 0.1 grams, linearity:±0.1 grams, Tare range:0-

3000 grams, time required for stability (representative 

value): 3 secs, power supply AC adapter (included) or AA 
battery x4 (included), external weight at a time of 

calibration: 2 kg, Main Unit size: 149x224x73mm, 

weighing tray size: 120x135mm, weight:0.7kg, Made from 

: Japan, Germany, Switzerland or US 

2   

 PR #247    
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53 Smart Laboratory Refrigerator Technical Specifications 

- Capacity & Doors: 1300Lit, 2-Doors 

- Temp. Range: 0~10.0 °C (PT100 Sensor) at 

R/T of 30°C and Humidity of 70% 

- Temp. Resolution: 1 °C -Display, 1 °C-Control 

- Refrigerant: CFC-Free(R-404A) Refrigeration 

System 

- Compressor & Evaporator: 1/2 HP, Auto 

Exchange Dual Evaporator 

- Air Circulation: 6 EC FAN Forced-air type 

- Defrost: Automatic Defrost System 

- Controller & Display: Smart-Lab Controller, 7" 

Full Touch Screen TFT LCD, VIARenTM App 

Service 

- Door: Outer Door with Glass Window with 

Safety Door Lock System 

- Shelf (Included): 10 Teflon coated Steel Wire 

Shelf 

- Others: with Door Lock Device, Sensor Error 

Detection 

Material: 

- Internal: Stainless-steel, 

- External: Powder Coated-steel 

Dimension (w x d x h) 

- Infernal(mm): 1370 x 770 x 1,290 

- Extemal(mm): 1490 x 980 x 1,950 

Net Weight: 208 kg 

Power Consumption: 750 W 

Electrical Reqts.: 1 Phase, AC 230V, 50/60Hz 

Spare Teflon-coated Steel Wire Shelf  
 

One (1) Year against from Manufacturing defects, subject 

to inspection and approval 

1   
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54 SEMI-MICRO ANALYTICAL BALANCE 
Specifications (atleast) 

- Capacity: 42g/210g 

- Readability: 0.01mg/0.1mg 

- Repeatability (Standard Deviation): 

0.02mg/0.1mg 

- Linearity: ±0.03mg/±0.2mg 

- Sensitivity drift (100C to 300C): ±2ppm/0C 

(when automatic self calibration is not used) 

- Weighing pan: Ø85mm 

Features 

- Semi-micro, 0.01 mg readability up to 42 g 

(GR-202) 

- Adjustable (manual or automatic) response 

characteristics to help cope with the effect of 

drafts and vibrations 

- Automatic self-calibration to maintain accuracy 

under temperature changes 

- Anti-static glass breeze break with a thin 

evaporated metal coating 

- Multiple weighing units: g, mg, oz, ozt, ct, 

mom, dwt, grain, specific gravity (either tael or 

tola can be added upon request) 

- Data memory function 

- Counting mode with the Automatic Counting 

Accuracy Improvement (ACAI) function 

- Percent mode function 

- Auto power on function 

- Underhook function 

- Density determination function and an optional 

density determination kit 

- Windows Communication Tools software 

(WinCT) on CD-ROM 

 

1   

55 LAMINAR FLOW CABINET (Vertical Type) 

- External size (W*D*H): 1800*750*2024mm 

- Internal size (W*D*H): 1700*645*610mm 

- Work surface height: 750mm 

- Display: LCD Display 

- Airflow Velocity: Average of 0.3~0.5 m/s 

- Material: Main body: cold-rolled steel with 

anti-bacteria powder coating; Work table: 304 

stainless steel; Side and Front windows: 5mm 

toughened glass anti-UV 

- Pre-filter: polyester fiber. Washable 

- HEPA filter: 99.999% efficiency at 0.3μm 

- Nosie: <65dB 

- Front window: motorized 

- Max opening: 430mm 

- LED lamp: 16W*1 

- UV lamp: 40W*1; Emission of 253.7 

nanometers 

- Consumption: 450W 

- Waterproof socket: Two. total loads ≤500W 

- Power supply: AC220V±10%, 50/60Hz; 

110V±, 60Hz: with UPS 

- Standard Accessories: LED lamp, UV lamp *2, 

base stand, gas tap, waterproof socket*2 

- Additional accessories: Electric height 

adjustable base stand 

- Gross weight: 306kg 

Warranty 1 year 

1   
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56 VETERINARY ANALYZER SPERM ANIMAL 
MICROSCOPE MACHINE; 1600 X HD imaging,7 inch/ 

9 inch HD display, Energy saving LED source, Product 

Name: Microscope, Magnifcation:40-1600times, Eyepiece 

Lens:WF10X(optional WF10X/WF20X), Objective 
Lens:4X /10X/ 40X, Nosepiece: steel, chrome-plated 

surface, Spotlight: LED upper and lower cold, light source, 

luminance can be adjusted, Focusing: coarse-adjustment 

knob and fine-adjustment knob, Package: High-grade 
portable metal case, Superiority: It can be connected to the 

computer or TV. 

1   

 PR #225    

57 Lauryl Tryptose Broth (500g, granulated /powder), 

laboratory grade, expiration at least 1 year after delivery 

1   

58 Brilliant Green Lactose Bile Broth (500g, 

granulated/powder, laboratory grade, expiration at least 1 

year after delivery 

1   

59 Standard Plate Count Agar (500g, granulated/powder), 

laboratory grade, expiration at least 1 year after delivery 

1   

60 Mueller Hinton Agar (500g, granulated/powder), 

laboratory grade, expiration at least 1 year after delivery 

1   

61 Disposable inoculating loop/needle (biologically inert 

polymer, sterile, 100 pcs.) maximum of 8 inches 

1   

62 Hema-Quick Stain set 500T, Medic (1 set/box) 250 mL, 

expiration at least 1 year after delivery 
1   

63 Immersion Oil (Type A) 30mL, expiration at least 1 year 

after delivery 

1   

64 Optical Lens Paper, 4" x 6”, (100 sheets/pack) 1   

65 100g Phenol Red Trehalose Broth, powder/granulated, 

laboratory grade, expiration at least 1 year after delivery 
1   

66 100g Phenol Red Sorbitol Broth, powder, laboratory grade, 

expiration at least 1 year after delivery 
1   

67 500g Litmus Milk Litmus SM Broth, powder, laboratory 

grade, expiration at least 1 year after delivery 
1   

68 500g Esculin Fermentation Broth, powder, laboratory 

grade, expiration at least 1 year after delivery 
1   

69 Ammonium hydroxide (NH40H) Ammonia Chemical 

Reagent AR Analytical Pure 500mL/bottle, aqueous 

ammonia, expiration at least 1 year after delivery 

1   

70 Nessler reagent purified water ammonium ion detection/ 

alkaline potassium iodide standard solution 

(500mL/bottle), laboratory grade, expiration at least 1 year 

after delivery 

1   

71 Malachite green (25g)/bottle laboratory grade, expiration 

at least 1 year after delivery 

1   

72 Conc. hydrochloric acid (500mL), expiration at least 1 year 

after delivery 
1   

73 Benzene 500mL (liquid, laboratory grade), expiration at 

least 1 year after delivery 

1   
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74 Potassium iodide 10% (500mL), (liquid, laboratory grade), 

expiration at least 1 year after delivery 

1   

75 1% phenolphthalein (500mL), (liquid, laboratory grade), 

expiration at least 1 year after delivery 
1   

76 Resorcinol flakes laboratory reagent (500g), 
powder/granulated, laboratory grade, expiration at least 1 

year after delivery 

1   

77 5% Lugol's iodine (250mL), (liquid, laboratory grade), 

expiration at least 1 year after delivery 

1   

78 Ethyl Alcohol 70% 1   

79 Dissecting pan with wax, aluminum, (19cm x 26cm) 1   

80 Phenol Red Arabinose (500g), granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

1   

81 Phenol Red Salicin Broth (500g), granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

1   

82 Dulcitol Selenite Broth 500g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

1   

83 Inositol Gelatin Medium 500g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

1   

84 Phenol Red Adonitol Broth 100g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

1   

85 Phenol Red Sorbitol Broth 100g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

1   

86 Phenol Red Inositol Broth 100g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

1   

87 Phenol Red Raffinose Broth 100g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

1   

88 Saline Lysine Decarboxylase Medium 500g, 
granulated/powder, laboratory grade, expiration at least 1 

year after delivery 

1   

 PR #230    

89 Hydrogen peroxide- Industrial Grade 12% 6 

 

  

90 Disposable Face Mask- 99% BFE Medical Grade 3 Ply 

with Earloop, 50 pcs/ box 

5   

91 Disposable Non-sterile Gloves- latex gloves powder-free 

and non-sterile latex 

5   

92 H&E Routinary Stain-Hematoxylin 

- Hermatoxylin stain (Practice grade, 25g/bottle) 

Eosin stain powder (25g/bottle) 

1   

93 Paraffin Wax – soft, pellet type atleast 450g/pack 1   

94 Mounting Medium, atleast 20ml glass bottle 45% acrylic 

resin and 55% xylene 

1   

95 Xylene (Technical Grade, 2.5/L) 1   

96 Absolute Ethyl Alcohol (Assay/Purity – 100%) atleast 

100ml/bottle 
1   

97 Set of Chick Embryo Slides the ff; inclusions 

24hr chick embryo, whole mount (w.m.) 

33hr chick embryo, whole mount (w.m.) 

40hr chick embryo, whole mount (w.m.) 

48hr chick embryo, whole mount (w.m.) 

72hr chick embryo, whole mount (w.m.) 

96hr chick embryo, whole mount (w.m.) 

24 hr chick embryo, serial, cross section (c.s.) 

24 hr chick embryo, serial, longitudinal section (l.s.) 

33 hr chick embryo, serial, cross section (c.s.) 

1   

98 Set of Hematology Slide Stain – comprising atleast of the 

following inclusions, 3 bottles of atleast 200ml/bottle each 

of a fixative agent (methanol, blue), solution I 

(eosinophilic, orange), and solution II (basophilic, blue) 

1   

 PR #224    
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99 VTH MICROSCOPE – Vet Microscope w/ HD Monitor 
TT – 1502 LCD 

- Head: Tronocular Head, 300 inclined, 

interpupillary distance 48-75 mm, eyepiece tube 

diopter adjustable 

- Eyepiece: WF10x/20mm, diopter adjustable, 

Dia. 30mm 

- Objective: high contrast Chromatic Free 4x, 

10x, 40x (S), 100x (Oil, S) 

- Focus Knob: Coaxial coarse and fine focusing, 

fine division 0.002mm, coarse stroke 

37.7mm/rotation, focusing range 24mm 

- Nosepiece: Quadruple, backward with click 

stops 

- Stage: Double layer mechanical stage 

142x132mm, Graphite surface, moving range 

75x50mm 

- Condenser: Abbe condenser N.A. .25, center 

adjustable 

- Adjustable light source: 3w LED Brightness 

- Adjustable Adapter: C.mount 0, 5x 

- Package: 53*32.5cm/11.5 kg, 1 set/ carton 

With warranty: 10 years 

1   

 PR #228    

100 Autoclave-Volume: 23 L, AC220, design pressure: 

0.25Mpa, Quality stainless steel inner tank, sealed cover 

The microcomputer controls the automatic cycle, 121℃ 

and 134℃ can be set, Touch buttons, Equipped with 
standard test interface, European CLASS N standard. With 

automatic protection function: over temperature 

protection, over pressure protection, low water level 

protection, anti-dry burning. The unique three-time 

temperature rise and fall program achieves higher steam 

saturation and significantly improves the sterilization 

effect. Buzzer reminder after sterilization, automatic stop. 

Automatic discharge of cold air, automatic steam exhaust 
after sterilization. Built-in steam generator to provide 

saturated steam quickly) 

1   

101 STETHOSCOPE -DUAL HEAD, With connector piece 
in contrasting colour Double-sided chestpiece with dual-

frequency diaphragm 

Ideal for auscultation of high-frequency noises 

Acoustical output: 9-10 

2   

 PR #229    
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102 ECG 

- dimensions: atleast 220x153x55 mm (LxWxH), 

weight: <0.6 kg 

- recording of standard 12 ECG leads 

- saving the ECG signal simultaneously from all 

the 12 leads during the automatic recording, 

together with the date and time of the 

examination 

- Filter settings, examination recording time and, 

optionally, patients’ data, in the internal 

memory 

- printout of the analysis, interpretation of 

automatic ECG examination 

- LCD TFT atleast (4,3", 480x282) touch screen  

- membrane alphanumeric keyboard with 

functional keys 

- graphical menu displayed on screen for easy 

operation using keyboard 

- automatic analysis and interpretation in 

compliance with EN 60601-2-25 (CSE 

database) interpretation dependable on age & 

sex of a patient, memory of the last automatic 

examinations, with a limit from 5 to 1000 

- up to 130 automatic examinations in battery 

mode 

- continuous heart rate (HR) measurement and 

display 

- automatic detection of QRS complex 

- adapted to direct operation on an open heart 

- detection of electrode detachment; independent 

for each channel 

- selectable channel to detect heart rate 

- thickness of the printing ECG waveforms line 

to choose from: normal or bold 

- external USB communication port to connect a 

PC and the CardioTEKA software, for real-time 

transmission of ECG signal acoustic 

- protection against defibration 

- automatic examination with the printout of 

patient data and clinic data 

End-user machine operation training, with AIR and UPS, 

installation and all installation needs, Bi-annual 

service/maintenance visit, 3 years warranty on parts and 

services 

1   

103 CHILLER - Technical Specifications: atleast 8.5 cu.ft 

Upright Chiller, HD inverter Upright Chiller, Super Quick 
Chill, 7 level Temperature Control, Energy efficient 

inverter compressor, blower fan, 4 adjustable heavy duty 

Wire Shelves with tag Shelves, LED lights, Recessed 

Handle, Key Lock, Fan on Glass Door to prevent Moisture, 
Heavy Duty Quality, Clean Back, Type A-2 Flat Prong 

Plug, Manual Defrost, Single Door Chiller, Temperature 

Range: +2 TO +8C, 210 Watts, Product Description: 

Length: 57.5cm, Width:54cm, Height: 183.5cm Product 

Weight: 54kg        

1   

 PR #304    
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104 "MICROSCOPE- Observation mode: Brightfield, Head: 
Binocular, 360° rotating and 30° inclined, Interpupillary 

distance 48-75mm, Dioptric adjustment: on the left 

eyepiece tube, Eyepieces: WF10x20 mm, high eye-point 

and secured by screw, Nosepiece: Quadruple revolving 
nosepiece, rotation on ball bearings. Objectives: IOS N-

PLAN 4x/0.10, IOS N-PLAN 10x/0.25, IOS N-PLAN 

40x/0.65, IOS N-PLAN 100x/1.25 (Oil/Water) 

All with anti-fungus treatment. Specimen stage: Double 
layer rackless, mechanical sliding stage, 150x139 mm, 

75x33 mm X-Y movement range. Vernier scale on the 

two axes, accuracy: 0.1 mm. Focusing: Coaxial coarse 

and fine focusing mechanism with limit stop to prevent 
the contact between objective and specimen. Adjustable 

tension of coarse focusing knob. 

Condenser: Abbe N.A. 1.25, with objective-coded iris 

diapragm, focusable and centerable. Illumination (Fixed 
Koehler type): X-LED3 type with white 3.6 W LED (6, 3.. 

K) and light intensity control. Multi-plug 100-

240Vac/6Vdc external power supply" 

1   

 PR #331    

105 pH METER, range: 0.0 to 14.0 pH, handheld, portable, 

power source: battery, one or two-point calibration 

1   

 PR #290    

106 DIGITAL ROTARY VISCOMETER with the following 

specification: Power 220V, rotor specification: 2#, rotating 
speed: 30 rpm, product size: 370 x 325 x 281 mm with 1 

year warranty 

1   

 PR #343    

107 alcohol, ehtyl, 500mL 9   

108 clean gloves (medium) 20   

109 clean gloves (large) 20   

110 betadine 10% solution (120mL) 20   

111 disposable facemask 10   

112 sterilized gauze pad (4"x4") 100   

113 sterile water for injection (50mL) 10   

114 disposable syringe (1cc) 2   

115 disposable syringe (3cc) 2   

116 disposable syringe (5cc) 2   

117 first aid kit 8   

118 foley catheter (silicon coated) FR16 2   

119 lubricating jelly (5g/sachet) 2   

120 medical tuning fork 5   

121 patient gait belt 6   

 PR #345    
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122                    INCUBATOR                                              Capacity: 
4 cu. Ft.,  

Certifications/Compliance: CE Marked 

Controller Type: Microprocessor control with vacuum 

fluorescent display 
Capacity (Metric): 117 L  

Chamber Material: Stainless Steel 

Convection Technology: Gravity convection 

No. of Shelves: 2 supplied/16 max. 
Plug Type: Country-specific 

Temperature Range (Metric): Ambient +5° to 75°C 

Type: Microbiological Incubator 

Dimensions (D x W x H) Interior: 16.3x18.3 x 23.9 in. 
(41.4 x 46.4 x 60.8 cm) 

Dimensions (L x W x H): 22.2 x 25.2 x 32.3 in. (56.5 x 64 

x 82 cm), Weight (112 lb.)                        

Weight (Metric): 51kg              
Electric requirements: 230 V, 50/60 Hz       

Voltage: 230 V                         

Wattage: 540 w                    

Amperage: 2.3 A                 
Frequency: 50/60 Hz " 

•Gravity convection provides gentle air flow and minimal 

drying out                                                       •Temperature 

range from ambient 5° to 75°C  
• Temperature uniformity of ±0.6°C (measured at 37°C) 

• Temperature stability of ±0.2°C (measured at 37 °C) 

• Corrosion-resistant stainless-steel chamber (AISI 430) 

• Intuitive user interface for setting temperature 
• Large, easy to read vacuum fluorescent display 

• Internal glass door allows sample viewing without 

impacting temperature 

• Exceptionally small footprint     • With AVR and UPS "         

1   

 PR #59    

123 beaker, glass 50mL, Borosilicate 5   

124 beaker, glass 100mL, Borosilicate 6   

125 beaker, glass 250mL, Borosilicate 5   

126 beaker, glass 500mL, Borosilicate 5   

127 beaker, glass 1000mL, Borosilicate 5   

128 erlenmeyer flask glass, 50mL, Borosilicate 5   

129 erlenmeyer flask glass, 250mL, Borosilicate 5   

130 erlenmeyer flask glass, 500mL, Borosilicate 5   

131 erlenmeyer flask glass, 1000mL, Borosilicate 3   

132 test tube, glass 16x100mm, Borosilicate 5   

133 test tube, glass 18x100mm, Borosilicate 5   

134 petriplates, glass, 150mmx20mm, Borosilicate 5   

135 alcohol lamp with ceramic wick 4   

 PR #61    

136 sodium hydroxide, pellets, white, 1kg, analytical reagent, 

expiry date: 1 year after delivery 

1   

137 hydrochloric acid, analytical grade 37%. 2.5L, expiry date: 

2 years after delivery 
1   

138 citric acid AR laboratory analytical reagent 500g, expiry 

date: 2 years after delivery 
1   

139 sulfuric acid, ACS grade, 95.0 to 98.0% (w/w), amber glass 

bottle 

1   

140 petroleum ether laboratory analytical reagent ACS grade, 

4L, expiry date: 2 years after delivery 
1   
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141 chloroform ≥99% ACS reagent grade, 1L 1   

142 potassium iodide, analytical grade, 500mL, expiry date: 1 

year after delivery 

1   

143 acetic acid, glacial, AR laboratory analytical reagent 2.5L, 

expiry date: 2 years after delivery 

1   

144 sodium nitrite, ACS reagent, ≥97.0%, expiry date: 1 year 

after delivery 

1   

145 zinc oxide, reagent grade, ACS, Reag.Ph Eurx., 500g, 

expiry date: 1 year after delivery 

1   

146 potassium hydroxide 500g AR laboratory analytical 

reagent, 500g, expiry date: 2 years after delivery 

1   

147 dipotassium hydrogen phosphate (potassium phosphate 

dibasic) 500g AR laboratory reagent, expiry date: 2 years 

after delivery 

1   

148 potassium dihydrogen phosphate (potassium phosphate 

monobasic) AR laboratory reagent, 1 kg, expiry date: 2 

years after delivery 

1   

149 CaCl2.2H20 laboratory grade, 500g, expiry date: 1 year 

after delivery 

1   

150 sodium chloride AR laboratory analytical reagent 500g, 

expiry date: 2 years after delivery 
1   

151 potassium chloride AR laboratory analytical reagent ACS 

grade 500g, expiry date: 2 years after delivery 

1   

152 potassium sulfate 500g AR Laboratory analytical reagent, 

expiry date: 2 years after delivery 

1   

153 Bendict's reagent, 500mL, expiry date: 1 year after 

delivery 
1   

154 copper sulfate 500g AR laboratory analytical reagent, 

expiry date: 1 year after delivery 

1   

155 glucose (dextrose) AR laboratory analytical reagent, 500g, 

expiry date: 2 years after delivery 
1   

156 fructose AR laboratory analytical reagent grade 500g, 

expiry date: 2 years after delivery 

1   

157 hexane AR laboratory analytical reagent ACS Grade in 

glass bottle, 2.5L, expiry date: 2 years after delivery 
1   

158 sodium thiosulfate AR laboratory analytical reagent 500g, 

expiry date: 2 years after delivery 

1   

159 ferric chloride/Iron (III) chloride CAS:7705-08-0 
laboratory analysis reagent 500g, expiry date: 2 years after 

delivery 

1   

 PR #72    

160 supply, delivery, installation, and commissioning of a 
DUCTLESS FUME HOOD (External size: at least 

1000*900*1200mm; Internal sie: at least 

980*806*788mm; opening: at least 740mm; 230 m3/h 

airflow volume; 0.3-0.8 m/s air velocity; ≤65 db (A) noise; 
15W LED Lamp; ≥400lx illuminator. with built-n 

centrifugal blower; 220V 50/60Hz power supply; 150W 

consumption; main body material (PP Plate, 8mm 

thickness); work table material (chemical resistant 
phenolic resin); with complete accessories; with at least 1 

year warranty; with training on the use of the equipment 

1   

 PR #53    
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161 digital precision electronic laboratory balance industrial 
weighing scale (up to 10 kg capacity, 0.1 g reading 

precision, bench scale type, with counting table top scale 

size 260mm Lx180mm W, 64mm H, not more than 3 min 

warm-up, with stainless steel pan, with power adaptor 

(7.5V 200mA), with 4 pcs AA batteries. 

1   

 PR #51    

162 petroleum ether (500mL/glass bottle). Analytical grade 2   

163 sodium hydroxide pellets (1kg/bot) 15   

164 plate count agar standard method (500g/bottles); powder 1   

165 chlorine test strips (100 strips/bottles; free chlorine range 

(ppm); 0-25-50-200-500 

3   

166 disposable 75% alcohol swab (100 pcs/box; 3x6cm/piece) 10   

 PR #236    

167 hoyer's mounting media 

- Contains trichloroacetaldehyde 60% by weight 

– 600mg/g, 0.864/ml/synonyms: 

trichloroethanal, chloral 

Stable under recommended storage conditions 

10   

 Fund Source: STF-NF    

 PR #305    

168 VERTICAL AUTOCLAVE – Capacity 50L, 200L 

Chamber Size, Designed Pressure, 0.28Mpa, Designed 
Temp., 134.0C, working pressure, 0.23MPa, working 

temp., 105!136 Temp., Display Accuracy, 0.10C, Timing 

Range, 0~999min Dynamic pulse, Exhaust times 0~9 

times, Exhaust temp., 105~1360C, Temp. Holding range 
45~650C 

Safety Features: 

- Over pressure. Safety valve can automatically 

open to release pressure. 

- Over temperature. The system will power off 

automatically. 

- Anti-dry out function. If water level is too low, 

system will power off and error code displays 

on screen. 

- Over current. Over voltage or electric leakage 

protection apparatus-air switch. 

-  Door cover. The door is covered with safety 

shell made of thermal insulation material, 

which can protect operator from burning by 

heat and looks nice 

Installation and Calibration, Request for free training with 

a certificate, Annual Calibration certificate for 2 years, 

PMS every 6 mos for 2 

1   

169 BP SERIES ELECTRIC PRECISION BALANCE 

(External Calibration) 0-6100g 
Scope of Works: 

- Installation and calibration, request free training 

with a certificate, annual calibration certificate 

for 2 years, PMS every 6mos for 2 years, 1 year 

warranty, power supply: AC220V±10%, 

50/60Hz; 110V±10%, 50/60Hz, power cord, no 

battery 

- Capacity: 0.1,000g 

- Readability: 10mg 

- Linear error: 20mg 

Standard accessory: Balance body, scale 

1   

 PR #714    
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170 DIGITAL MICROSCOPE (G1200D 12 MO, 7'' color 
screen LCD display 1-1200xcontinuous with light 

amplification magnifier, built in battery) 

2   

171 VERNIER DIGITAL CALIPER 0-150mm high precision 

stainless steel electronic 

3   

172 HANDHELD ILLUMINATED MAGNIFIER 3x 45x 
microscope magnifying glass with 3 LED light aid reading 

loupe 

3   

 PR #310    

173 Hotplate with stirrer                                          Plate size: 

180 x 180 mm 

Plate material: Ceramic 

Maximum temperature: 500℃ 

Rotational speed (rpm): 100-1500 

Mixing capacity (L): 10 

Accessories: Stirring bar set of 3(ceramic top plate, 15L 

capacity, backlit LCD for temperature and speed, 60*1600 

rpm speed range)" 

2   

 PR #55    

174 DIGITAL & HYDRAULIC HAND DYNAMOMETER; 

Measures from 0-200 lbs or 90 kg; accommodates small 

and large hand sizes, with five grip positions from 

1.375&quot; to 3.375&quot; dual scale readout measures 
isometric grip force in both pounds and kilograms; peak 

hold needle retains the highest reading until reset; scratch-

resistant UV coating protects all digital components for 

damage, the unit does not have internal moving parts, one 

year warranty, include items, carrying case, complete 

manuals with use and complete instructions for hand 

strength and flexibility training, calibration certificate in 

compliance with ISO/IEC 17025 and its traceable to NIST 

1   

175 Digital Weighing Scale (SECA 874), capacity: 200 

kg/440 lbs  

- graduation: 50g &lt; 150 kg &gt; 100g/lbs &lt; 

330 lbs &gt; 0.2 lbs 

- dimensions (WxHxD): 321x61x362mm / 

12.6x2.4x14.3 &quot 

- Dimensions/platform (WxHxD): 

288x60x280mm / 11.3x2.4x11 &quot 

- Weight: 4.1kg / 8.9 lbs 

- Power supply: batteries, functions: 

mother/child-function, auto-HOLD, kg/lbs 

switch over, with 5-10 kg calibration weights 

With 1 year warranty plus calibration after expiration of 

warranty must certified distributor of Digital Weighing 

Scale (SECA 874) offered brand from the manufacturer 

1   

 PR #736    

176 LABORATORY DRYING RACK; wall mount, premium 

PP 27-52 Pillars draining rack glassware detachable; color: 

gray/black; material: polypropylene (PP), Peg length: 

13cm.5.1 in. 

4   
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Section VII. Technical Specifications 
 

 

Notes for Preparing the Technical Specifications 
 

A set of precise and clear specifications is a prerequisite for Bidders to respond realistically 

and competitively to the requirements of the Procuring Entity without qualifying their Bids.  

In the context of Competitive Bidding, the specifications (e.g. production/delivery schedule, 

manpower requirements, and after-sales service/parts, descriptions of the lots or items) must 

be prepared to permit the widest possible competition and, at the same time, present a clear 

statement of the required standards of workmanship, materials, and performance of the 

goods and services to be procured.  Only if this is done will the objectives of transparency, 

equity, efficiency, fairness, and economy in procurement be realized, responsiveness of bids 

be ensured, and the subsequent task of bid evaluation and post-qualification facilitated.  The 

specifications should require that all items, materials and accessories to be included or 

incorporated in the goods be new, unused, and of the most recent or current models, and that 

they include or incorporate all recent improvements in design and materials unless otherwise 

provided in the Contract. 

 

Samples of specifications from previous similar procurements are useful in this respect.  The 

use of metric units is encouraged.  Depending on the complexity of the goods and the 

repetitiveness of the type of procurement, it may be advantageous to standardize the General 

Technical Specifications and incorporate them in a separate subsection.  The General 

Technical Specifications should cover all classes of workmanship, materials, and equipment 

commonly involved in manufacturing similar goods.  Deletions or addenda should then 

adapt the General Technical Specifications to the particular procurement. 

 

Care must be taken in drafting specifications to ensure that they are not restrictive.  In the 

specification of standards for equipment, materials, and workmanship, recognized Philippine 

and international standards should be used as much as possible.  Where other particular 

standards are used, whether national standards or other standards, the specifications should 

state that equipment, materials, and workmanship that meet other authoritative standards, 

and which ensure at least a substantially equal quality than the standards mentioned, will 

also be acceptable.  The following clause may be inserted in the Special Conditions of 

Contract or the Technical Specifications. 

 

Sample Clause:  Equivalency of Standards and Codes 

 

Wherever reference is made in the Technical Specifications to specific standards and codes 

to be met by the goods and materials to be furnished or tested, the provisions of the latest 

edition or revision of the relevant standards and codes shall apply, unless otherwise 
expressly stated in the Contract.  Where such standards and codes are national or relate to a 

particular country or region, other authoritative standards that ensure substantial equivalence 

to the standards and codes specified will be acceptable. 

 

Reference to brand name and catalogue number should be avoided as far as possible; where 

unavoidable they should always be followed by the words “or at least equivalent.” 

References to brand names cannot be used when the funding source is the GOP. 
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Where appropriate, drawings, including site plans as required, may be furnished by the 

Procuring Entity with the Bidding Documents.  Similarly, the Supplier may be requested to 

provide drawings or samples either with its Bid or for prior review by the Procuring Entity 

during contract execution. 

 

Bidders are also required, as part of the technical specifications, to complete their statement 

of compliance demonstrating how the items comply with the specification. 

 

In case of Renewal of Regular and Recurring Services, the Procuring Entity must indicate 

here the technical requirements for the service provider, which must include the set criteria 

in the conduct of its performance evaluation. 
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Technical Specifications 
 

Item Specification Statement of Compliance 

  

[Bidders must state here either “Comply” or “Not 

Comply” against each of the individual parameters of 

each Specification stating the corresponding 

performance parameter of the equipment offered. 

Statements of “Comply” or “Not Comply” must be 

supported by evidence in a Bidders Bid and cross-

referenced to that evidence.  Evidence shall be in the 

form of manufacturer’s un-amended sales literature, 

unconditional statements of specification and 

compliance issued by the manufacturer, samples, 

independent test data etc., as appropriate. A 

statement that is not supported by evidence or is 

subsequently found to be contradicted by the evidence 

presented will render the Bid under evaluation liable 

for rejection.  A statement either in the Bidder's 

statement of compliance or the supporting evidence 

that is found to be false either during Bid evaluation, 

post-qualification or the execution of the Contract 

may be regarded as fraudulent and render the Bidder 

or supplier liable for prosecution subject to the 

applicable laws and issuances.] 
 Fund Source: STF  

 PR #757  

1 ANALYTICAL BALANCE: readability 0.0001g, max 

capacity 220g; external calibration; tare function/counting; 

overload alarm; windshield stable measurement, with AVR 
and UPS, 1 year warranty, free calibration/preventive 

maintenance 

 

2 GEL ELECTROPHORESIS with built-in power supply, with 
at least 7cm x 7cm, 7cm x 10cm trays, with AVR and UPS, 1-

year preventive maintenance 

 

3 pH METER BENCHTOP - automatic calibration with 

recognition up to 16 buffers, automatic temperature 
compensation, electrode check during calibration, measuring 

range: Voltage (±1500.0 mV), pH (0 + 14.00), temperature (-5 

to 105 °C), resolution: Voltage (±0.0 mV), pH (±0.01), 

temperature (±0.01 °C), accuracy: Voltage (±0.4 mV), pH 
(±0.01), temperature (±0.2 °C), preferred unit: Sartorious PB-

10 pH Meter, with 1 automatic voltage regulator and UPS, 1 

year warranty and preventive maintenance 

 

 PR #734  

4 PRESSURE COOKER STERILIZER, heavy cast aluminum, 

at least 30 quarts 28.29L with pressure regulator 

 

5 MICROSCOPE with 4x, 10x, 100x objectives, electric, 

chargeable (optional) 
 

 PR #737  

6 TRIPLE BEAM BALANCE. 2610-gram capacity, readability 

0.1g, selectable weighing units, grams; platform size, 6in 

(152mm) 

 

7 IMMERSION GLASS THERMOMETER, 0-110 °C  

8 pyrex BEAKER, 400 ml  

9 RUBBER TUBE, 1mm diameter  

10 MAGNETIC STIRRER HOT PLATE WITH 
THERMOMETER, single burner, 220V, 2000mL mixing 

capacity with magnetic hot plate stirrer, US plug, Material: 

aluminum, stirring speed 100-2000 rpm, power 180W, 1 yr 

warranty 
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11 OPTICAL PHYSICAL EXPERIMENT BOX SET; Triangular 
prism; convex lens; concave mirror dial; three line 

semiconductor laser light source; 1x dial with angle (it is 

attached to the box); 1x small sink; 1x spherical mirror (both 

sides are: convex mirror, concave mirror);1x convex lens; 1x 
concave lens; 1x rectangular glass brick; 1xcemi-circular glass 

brick; 1x triangular prism (equilateral triangle); 2x plane 

mirror; 1x brown glass plate (flat mirror); 3x chess; 1x three-

line semiconductor laser light source; 1x Ф30 lenticular lens 

with frame 

 

12 LINEAR EXPANSION APPARATUS, length: 27in; 1 base; 

Dial gauge; 3 metal rods 500mm x 4.5mm diameter 

 

13 SPRING SCALE; dual scale that reads 0-1000g in increments 

and 0-10 Newtons in 0.1 newton increment, accuracy is ±1% 

 

14 FERRITE BAR MAGNET; red/blue/ 4" x 0.5'' x 0.5''  

15 COPPER CALORIMETER: inside copper, outside aluminum. 

75x50(D) mm2, measuring amounts of heat. And is made of 
polished copper for thermal conductivity.  Contains an inner 

vessel, outer vessel, lid, and stirrer for conducting experiments.  

The lid has a central tubule for placing a thermometer, and a 

slit for the stirrer (thermometer sold separately).  the inner 
vessel has cork supports to help protect surfaces, and measures 

75.0mm (H) with a 50.0mm diameter. The outer vessel 

measures 100.0mm (H) with a 75.0mm diameter. (H is height 

the vertical distance from the lowest to highest point). Inner 

vessel outer vessel lid stirrer 

 

16 MICROMETER CALIPER  

 PR #367  

17 BROMOCRESOL GREEN, ACS grade, 95% dye, same or 

equivalent as Sigma-Aldrich CAT.114359, 5G 

 

18 SODIUM HYDROXIDE, AR, pellets, ≥98.5%, same or 

equivalent as Sigma-Aldrich V800383, 500 G 

 

19 SODIUM PHOSPHATE dibasic anhydrous for analysis 

EMSURE® ACS, Reag. Ph Eur. 1000 G, same or equivalent 

to Supelco 1065860500 

 

20 PAPER TOWEL, interfold, 175 pulls  

21 CITRIC ACID, OmniPur® Grade, ≥99.5% anhydrous, 1000 

G, same or equivalent to Millipore 3200-OP 

 

22 STANDARD ATROPINE for alkaloid determination, certified 
reference material, pharmaceutical secondary standard, 10G 

Supelco PHR3846 

 

23 POLYVINYL PYRROLIDONE (polyvinyl polypyrrolidone, 

PVPP) reagent/ACS Grade 250g 

 

24 SODIUM CARBONATE, ACS reagent, anhydrous, ≥99.5% 
powder or granules, 1000 G, same or equal to Sigma-Aldrich 

222321 

 

25 TANNIC ACID, reference material, pharmaceutical secondary 

standard, 50G, same or equivalent to Supelco PHR3781 

 

26 CHLOROFORM, suitable for HPLC, ≥99.8%, contains 0.5-

1.0% ethanol as stabilizer, 4.0 L 

 

27 POTASSIUM CHLORIDE, ACS reagent, 99.0-100.5%, 

1000G, same or equivalent to Sigma-Aldrich P3911 
 

28 HYDROCHLORIC ACID, ACS reagent, 37% same or 

equivalent to Sigma-Aldrich 320331, 4.0L 

 

29 SODIUM ACETATE TRIHYDRATE, for analysis 

EMSURE® ACS, ISO, Reag., Ph Eut, 1000G, same or 

equivalent to Supelco 1.06267 

 

30 96-MICROWELL PLATE, 96 wel2l 127; 8/86/15 mm; flat 

bottom; transparent/clear; 50 pcs/unit 
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 PR #366  

31 DISPOSABLE NITRILE POWDER-free gloves, 

ambidextrous (indoplas), 100 pcs/box, large 

 

32 DISPOSABLE NITRILE POWDER-free gloves, 

ambidextrous (indoplas), 100 pcs/box, medium 

 

33 LABORATORY LIQUID DETERGENT, 500mL  

34 PAPER TOWEL, interfold, 175 pulls  

35 MICROTUBES 2000 μL (2.0mL) round bottom, snaplock cap, 
clear, sterile, Rnase, pyrogen-free, polypropene, autoclavable 

when open (121 degrees 20 min), functionality from -86 to 100 

degrees Celsius, pack of 1000s  

 

36 ALUMINUM FOIL heavy duty jumbo, roll 30cm x 150m  

37 96-MICROWELL PLATE, 96 well 127; 8/86/15 mm; flat 

bottom; transparent/clear; 50 pcs/unit 

 

 PR #333  

38 LABORATORY TRAY polypropylene (PP) acid and alkali 
resistant plastic waste liquid barrel cabinet hazardous 

chemicals reagent anti-leakage, 40x40x5cm 

 

 PR #249  

39 POTATO DEXTROSE AGAR 
500g/bottle; granulated/powder form; expiry date at least 1 

year from the date of delivery 

 

40 NUTRIENT AGAR 

500g/bottle; granulated/powder form; expiry date at least 1 

year from the date of delivery 

 

41 SABOURAUD AGAR 

500g/bottle; granulated/powder form; expiry date at least 1 

year from the date of delivery 
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42 VOLUMETRIC FLASK, glass 500mL  

43 GRADUATED CYLINDER, plastic 2000mL  

 PR #282  

44 DISSOLVED OXYGEN METER, measurement range: 20.0-

45.0 mg/L - 19.99; 200-400%; 0-500C, measurement 

resolution: 0.1% mg/L, accuracy: ±1%; ±0.3mg/L; ±0.30C, 
LCD Display: Electrode STTEMP30 (included); STDO11 

(included), Accuracy DO: 1%, Accuracy ± (temperature): 

0.3OC, BAttery life: 250 hours with disposable batteries. 

Calibration: 2 point, Dimensions: 6.69in x 1.38in x 3.54in 

(170mm x 35mm x 90mm) 
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45 WATER DISTILLER (5L collection tank capacity, heat 

resistant interior components, 220V power source with 

installation and user training, 2 years service warranty with 

maintenance visit every 6 months for 2 years, annual 

calibration certificate for 2 years) 
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46 AGAROSE GEL ELECTROPHORESIS SYSTEM, 
horizontal, electrophoresis tank is directly connected to the 

included smart power supply, very compact design delivered 

with multiple accessories, heat resistant material timer 

function for an automatic stop of your electrophoresis, stable 
electrical field guarantees straight lanes, gel casting set 

included safety interlock system, multichannel pipette 

compatible 

 

47 AUTOCLAVE MACHINE, steam sterilizer autoclave, 21L 

capacity or higher, stainless steel fitted with pressure gauge up 

to 20psi, electric 

 

 PR #248  
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48 HEAVY DUTY STERILIZER, heavy cast aluminum pressure 
cooker/canner; designed to reach and maintain a temperature 

between 121-1270C; 41.5 quarts; Inside diameter:15.51; Inside 

height:13.5; Pint jars: 32; Quarts jars: 19; Dimension 

(HxWxL): 48x42x58 cm; Inclusions: Pressure dial gauge, Side 
handle, Top Handle, Wing Nuts, Clamp Bolts, Automatic 

Pressure Control, Vent Pipe, Overpressure plug, 

Canning/cooking rack, Retaining Bayonet Clamps; Stove-top; 

With a 1-year warranty 
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49 pH BENCHTOP METER WITH REFILLABLE PH 
ELECTRODE AND BUILT-IN ELECTRODE HOLDER, 

0.00 to 14.00 pH Range, Measurement Range: 0 to 100OC; 

0.00to 14.00 pH; -1999 to 1999 mV, Measurement Resolution: 

0.1OC; 0.01 pH; 1 mV, Accuracy: ±0.5OC; ±1.5 mV, 
Applications: pH, Oxidation-reduction potential (ORP) with 

temperature measurements, User-friendly design clearly 

displays critical information on 3.5in backlit LC, Five 

distinctly marked keys allow user to operate instrument with 
minimal training, Auto buffer recognition and auto-endpoint 

mode make calibration and measurement simple, Built-in 

electrode holder provides straightforward and convenient all-

in-one operation, Attached quick guide clearly explains 
operating steps to users, Supplied with refillable pH electrode 

and pH buffer mini kit, includes calibration certificate 

(manufacture's calibration) 

 

50 OHAUS STARTER pH ELECTRODE, Model: ST310, pH 
Range: 0-14 pH, Temp. range: 0-80OC, Shaft material: Plastic, 

Internal Reference Type: Ag/AgCl, Refillable electrode, 

Reference Junction Type: Ceramic pin, Refilling Reference 

Electrode: 3M KCl solution, Dimensions (Shaft): 120 x 12 
mm. Cable Length: 1m, Temp Sensor: Yes, Connector: BNC, 

Cinch, suitable for OHAUS Starter300 portable pH meter 

 

51 VORTEX MIXER WITH TOUCH STANDBY AND 

CONTINUOUS MODE; Operational Mode: Touch, Standby 

and Continuous Mode; Feet: Four suction cups; 1.5 Amp; 

Orbital: 6 mm; 56W; 300-2800 rpm; 220V 
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52 DIGITAL WEIGHING SCALE, maximum capacity: 3000 

grams, minimum display:0.1 grams, repeatability (std 

deviation): 0.1 grams, linearity:±0.1 grams, Tare range:0-3000 
grams, time required for stability (representative value): 3 secs, 

power supply AC adapter (included) or AA battery x4 

(included), external weight at a time of calibration: 2 kg, Main 

Unit size: 149x224x73mm, weighing tray size: 120x135mm, 
weight:0.7kg, Made from : Japan, Germany, Switzerland or 

US 

 

 PR #247  
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53 Smart Laboratory Refrigerator Technical Specifications 

- Capacity & Doors: 1300Lit, 2-Doors 

- Temp. Range: 0~10.0 °C (PT100 Sensor) at R/T of 

30°C and Humidity of 70% 

- Temp. Resolution: 1 °C -Display, 1 °C-Control 

- Refrigerant: CFC-Free(R-404A) Refrigeration 

System 

- Compressor & Evaporator: 1/2 HP, Auto Exchange 

Dual Evaporator 

- Air Circulation: 6 EC FAN Forced-air type 

- Defrost: Automatic Defrost System 

- Controller & Display: Smart-Lab Controller, 7" 

Full Touch Screen TFT LCD, VIARenTM App 

Service 

- Door: Outer Door with Glass Window with Safety 

Door Lock System 

- Shelf (Included): 10 Teflon coated Steel Wire Shelf 

- Others: with Door Lock Device, Sensor Error 

Detection 

Material: 

- Internal: Stainless-steel, 

- External: Powder Coated-steel 

Dimension (w x d x h) 

- Infernal(mm): 1370 x 770 x 1,290 

- Extemal(mm): 1490 x 980 x 1,950 

Net Weight: 208 kg 
Power Consumption: 750 W 

Electrical Reqts.: 1 Phase, AC 230V, 50/60Hz 

Spare Teflon-coated Steel Wire Shelf  
 

One (1) Year against from Manufacturing defects, subject to 

inspection and approval 

 

54 SEMI-MICRO ANALYTICAL BALANCE 

Specifications (atleast) 

- Capacity: 42g/210g 

- Readability: 0.01mg/0.1mg 

- Repeatability (Standard Deviation): 0.02mg/0.1mg 

- Linearity: ±0.03mg/±0.2mg 

- Sensitivity drift (100C to 300C): ±2ppm/0C (when 

automatic self calibration is not used) 

- Weighing pan: Ø85mm 

Features 

- Semi-micro, 0.01 mg readability up to 42 g (GR-

202) 

- Adjustable (manual or automatic) response 

characteristics to help cope with the effect of drafts 

and vibrations 

- Automatic self-calibration to maintain accuracy 

under temperature changes 

- Anti-static glass breeze break with a thin 

evaporated metal coating 

- Multiple weighing units: g, mg, oz, ozt, ct, mom, 

dwt, grain, specific gravity (either tael or tola can 

be added upon request) 

- Data memory function 

- Counting mode with the Automatic Counting 

Accuracy Improvement (ACAI) function 

- Percent mode function 

- Auto power on function 

- Underhook function 

- Density determination function and an optional 

density determination kit 

- Windows Communication Tools software (WinCT) 

on CD-ROM 
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55 LAMINAR FLOW CABINET (Vertical Type) 

- External size (W*D*H): 1800*750*2024mm 

- Internal size (W*D*H): 1700*645*610mm 

- Work surface height: 750mm 

- Display: LCD Display 

- Airflow Velocity: Average of 0.3~0.5 m/s 

- Material: Main body: cold-rolled steel with anti-

bacteria powder coating; Work table: 304 stainless 

steel; Side and Front windows: 5mm toughened 

glass anti-UV 

- Pre-filter: polyester fiber. Washable 

- HEPA filter: 99.999% efficiency at 0.3μm 

- Nosie: <65dB 

- Front window: motorized 

- Max opening: 430mm 

- LED lamp: 16W*1 

- UV lamp: 40W*1; Emission of 253.7 nanometers 

- Consumption: 450W 

- Waterproof socket: Two. total loads ≤500W 

- Power supply: AC220V±10%, 50/60Hz; 110V±, 

60Hz: with UPS 

- Standard Accessories: LED lamp, UV lamp *2, 

base stand, gas tap, waterproof socket*2 

- Additional accessories: Electric height adjustable 

base stand 

- Gross weight: 306kg 

Warranty 1 year 

 

56 VETERINARY ANALYZER SPERM ANIMAL 
MICROSCOPE MACHINE; 1600 X HD imaging,7 inch/ 9 

inch HD display, Energy saving LED source, Product Name: 

Microscope, Magnifcation:40-1600times, Eyepiece 

Lens:WF10X(optional WF10X/WF20X), Objective Lens:4X 
/10X/ 40X, Nosepiece: steel, chrome-plated surface, Spotlight: 

LED upper and lower cold, light source, luminance can be 

adjusted, Focusing: coarse-adjustment knob and fine-

adjustment knob, Package: High-grade portable metal case, 

Superiority: It can be connected to the computer or TV. 
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57 Lauryl Tryptose Broth (500g, granulated /powder), laboratory 

grade, expiration at least 1 year after delivery 

 

58 Brilliant Green Lactose Bile Broth (500g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

 

59 Standard Plate Count Agar (500g, granulated/powder), 

laboratory grade, expiration at least 1 year after delivery 

 

60 Mueller Hinton Agar (500g, granulated/powder), laboratory 

grade, expiration at least 1 year after delivery 

 

61 Disposable inoculating loop/needle (biologically inert 

polymer, sterile, 100 pcs.) maximum of 8 inches 

 

62 Hema-Quick Stain set 500T, Medic (1 set/box) 250 mL, 

expiration at least 1 year after delivery 

 

63 Immersion Oil (Type A) 30mL, expiration at least 1 year after 

delivery 

 

64 Optical Lens Paper, 4" x 6”, (100 sheets/pack)  

65 100g Phenol Red Trehalose Broth, powder/granulated, 

laboratory grade, expiration at least 1 year after delivery 
 

66 100g Phenol Red Sorbitol Broth, powder, laboratory grade, 

expiration at least 1 year after delivery 

 

67 500g Litmus Milk Litmus SM Broth, powder, laboratory 

grade, expiration at least 1 year after delivery 
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68 500g Esculin Fermentation Broth, powder, laboratory grade, 

expiration at least 1 year after delivery 

 

69 Ammonium hydroxide (NH40H) Ammonia Chemical Reagent 

AR Analytical Pure 500mL/bottle, aqueous ammonia, 

expiration at least 1 year after delivery 

 

70 Nessler reagent purified water ammonium ion detection/ 

alkaline potassium iodide standard solution (500mL/bottle), 

laboratory grade, expiration at least 1 year after delivery 

 

71 Malachite green (25g)/bottle laboratory grade, expiration at 

least 1 year after delivery 
 

72 Conc. hydrochloric acid (500mL), expiration at least 1 year 

after delivery 

 

73 Benzene 500mL (liquid, laboratory grade), expiration at least 

1 year after delivery 
 

74 Potassium iodide 10% (500mL), (liquid, laboratory grade), 

expiration at least 1 year after delivery 

 

75 1% phenolphthalein (500mL), (liquid, laboratory grade), 

expiration at least 1 year after delivery 
 

76 Resorcinol flakes laboratory reagent (500g), 
powder/granulated, laboratory grade, expiration at least 1 year 

after delivery 

 

77 5% Lugol's iodine (250mL), (liquid, laboratory grade), 

expiration at least 1 year after delivery 

 

78 Ethyl Alcohol 70%  

79 Dissecting pan with wax, aluminum, (19cm x 26cm)  

80 Phenol Red Arabinose (500g), granulated/powder, laboratory 

grade, expiration at least 1 year after delivery 

 

81 Phenol Red Salicin Broth (500g), granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

 

82 Dulcitol Selenite Broth 500g, granulated/powder, laboratory 

grade, expiration at least 1 year after delivery 

 

83 Inositol Gelatin Medium 500g, granulated/powder, laboratory 

grade, expiration at least 1 year after delivery 

 

84 Phenol Red Adonitol Broth 100g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

 

85 Phenol Red Sorbitol Broth 100g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

 

86 Phenol Red Inositol Broth 100g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

 

87 Phenol Red Raffinose Broth 100g, granulated/powder, 

laboratory grade, expiration at least 1 year after delivery 

 

88 Saline Lysine Decarboxylase Medium 500g, 
granulated/powder, laboratory grade, expiration at least 1 year 

after delivery 
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89 Hydrogen peroxide- Industrial Grade 12%  

90 Disposable Face Mask- 99% BFE Medical Grade 3 Ply with 

Earloop, 50 pcs/ box 

 

91 Disposable Non-sterile Gloves- latex gloves powder-free and 

non-sterile latex 

 

92 H&E Routinary Stain-Hematoxylin 

- Hermatoxylin stain (Practice grade, 25g/bottle) 

Eosin stain powder (25g/bottle) 

 

93 Paraffin Wax – soft, pellet type atleast 450g/pack  

94 Mounting Medium, atleast 20ml glass bottle 45% acrylic resin 

and 55% xylene 
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95 Xylene (Technical Grade, 2.5/L)  

96 Absolute Ethyl Alcohol (Assay/Purity – 100%) atleast 

100ml/bottle 
 

97 Set of Chick Embryo Slides the ff; inclusions 

24hr chick embryo, whole mount (w.m.) 

33hr chick embryo, whole mount (w.m.) 

40hr chick embryo, whole mount (w.m.) 

48hr chick embryo, whole mount (w.m.) 

72hr chick embryo, whole mount (w.m.) 

96hr chick embryo, whole mount (w.m.) 

24 hr chick embryo, serial, cross section (c.s.) 

24 hr chick embryo, serial, longitudinal section (l.s.) 

33 hr chick embryo, serial, cross section (c.s.) 

33 hr chick embryo, serial, longitudinal section (l.s.) 

40 hr chick embryo, serial, cross section (c.s.) 

40 hr chick embryo, serial, longitudinal section (l.s.) 

48 hr chick embryo, serial, cross section (c.s.) 

48 hr chick embryo, serial, longitudinal section (l.s.) 

72 hr chick embryo, serial, cross section (c.s.) 

72 hr chick embryo, serial, longitudinal section (l.s.) 

96 hr chick embryo, serial, cross section (c.s.) 

96 hr chick embryo, serial, longitudinal section (l.s.) 

 

98 Set of Hematology Slide Stain – comprising atleast of the 

following inclusions, 3 bottles of atleast 200ml/bottle each of 

a fixative agent (methanol, blue), solution I (eosinophilic, 

orange), and solution II (basophilic, blue) 
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99 VTH MICROSCOPE – Vet Microscope w/ HD Monitor TT – 

1502 LCD 

- Head: Tronocular Head, 300 inclined, interpupillary 

distance 48-75 mm, eyepiece tube diopter 

adjustable 

- Eyepiece: WF10x/20mm, diopter adjustable, Dia. 

30mm 

- Objective: high contrast Chromatic Free 4x, 10x, 

40x (S), 100x (Oil, S) 

- Focus Knob: Coaxial coarse and fine focusing, fine 

division 0.002mm, coarse stroke 37.7mm/rotation, 

focusing range 24mm 

- Nosepiece: Quadruple, backward with click stops 

- Stage: Double layer mechanical stage 142x132mm, 

Graphite surface, moving range 75x50mm 

- Condenser: Abbe condenser N.A. .25, center 

adjustable 

- Adjustable light source: 3w LED Brightness 

- Adjustable Adapter: C.mount 0, 5x 

- Package: 53*32.5cm/11.5 kg, 1 set/ carton 

With warranty: 10 years 
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100 Autoclave-Volume: 23 L, AC220, design pressure: 0.25Mpa, 

Quality stainless steel inner tank, sealed cover 

The microcomputer controls the automatic cycle, 121℃ and 

134℃ can be set, Touch buttons, Equipped with standard test 

interface, European CLASS N standard. With automatic 
protection function: over temperature protection, over pressure 

protection, low water level protection, anti-dry burning. The 

unique three-time temperature rise and fall program achieves 

higher steam saturation and significantly improves the 
sterilization effect. Buzzer reminder after sterilization, 

automatic stop. Automatic discharge of cold air, automatic 

steam exhaust after sterilization. Built-in steam generator to 

provide saturated steam quickly) 

 

101 STETHOSCOPE -DUAL HEAD, With connector piece in 

contrasting colour Double-sided chestpiece with dual-

frequency diaphragm 

Ideal for auscultation of high-frequency noises 

Acoustical output: 9-10 

 

 PR #229  
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102 ECG 

- dimensions: atleast 220x153x55 mm (LxWxH), 

weight: <0.6 kg 

- recording of standard 12 ECG leads 

- saving the ECG signal simultaneously from all the 

12 leads during the automatic recording, together 

with the date and time of the examination 

- Filter settings, examination recording time and, 

optionally, patients’ data, in the internal memory 

- printout of the analysis, interpretation of automatic 

ECG examination 

- LCD TFT atleast (4,3", 480x282) touch screen  

- membrane alphanumeric keyboard with functional 

keys 

- graphical menu displayed on screen for easy 

operation using keyboard 

- automatic analysis and interpretation in compliance 

with EN 60601-2-25 (CSE database) interpretation 

dependable on age & sex of a patient, memory of 

the last automatic examinations, with a limit from 5 

to 1000 

- up to 130 automatic examinations in battery mode 

- continuous heart rate (HR) measurement and 

display 

- automatic detection of QRS complex 

- adapted to direct operation on an open heart 

- detection of electrode detachment; independent for 

each channel 

- selectable channel to detect heart rate 

- thickness of the printing ECG waveforms line to 

choose from: normal or bold 

- external USB communication port to connect a PC 

and the CardioTEKA software, for real-time 

transmission of ECG signal acoustic 

- protection against defibration 

- automatic examination with the printout of patient 

data and clinic data 

End-user machine operation training, with AIR and UPS, 

installation and all installation needs, Bi-annual 
service/maintenance visit, 3 years warranty on parts and 

services 

 

103 CHILLER - Technical Specifications: atleast 8.5 cu.ft Upright 
Chiller, HD inverter Upright Chiller, Super Quick Chill, 7 

level Temperature Control, Energy efficient inverter 

compressor, blower fan, 4 adjustable heavy duty Wire Shelves 

with tag Shelves, LED lights, Recessed Handle, Key Lock, Fan 
on Glass Door to prevent Moisture, Heavy Duty Quality, Clean 

Back, Type A-2 Flat Prong Plug, Manual Defrost, Single Door 

Chiller, Temperature Range: +2 TO +8C, 210 Watts, Product 

Description: Length: 57.5cm, Width:54cm, Height: 183.5cm 

Product Weight: 54kg        

 

 PR #304  
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104 "MICROSCOPE- Observation mode: Brightfield, Head: 
Binocular, 360° rotating and 30° inclined, Interpupillary 

distance 48-75mm, Dioptric adjustment: on the left eyepiece 

tube, Eyepieces: WF10x20 mm, high eye-point and secured 

by screw, Nosepiece: Quadruple revolving nosepiece, 
rotation on ball bearings. Objectives: IOS N-PLAN 4x/0.10, 

IOS N-PLAN 10x/0.25, IOS N-PLAN 40x/0.65, IOS N-

PLAN 100x/1.25 (Oil/Water) 

All with anti-fungus treatment. Specimen stage: Double layer 
rackless, mechanical sliding stage, 150x139 mm, 75x33 mm 

X-Y movement range. Vernier scale on the two axes, 

accuracy: 0.1 mm. Focusing: Coaxial coarse and fine 

focusing mechanism with limit stop to prevent the contact 
between objective and specimen. Adjustable tension of coarse 

focusing knob. 

Condenser: Abbe N.A. 1.25, with objective-coded iris 

diapragm, focusable and centerable. Illumination (Fixed 
Koehler type): X-LED3 type with white 3.6 W LED (6, 3.. K) 

and light intensity control. Multi-plug 100-240Vac/6Vdc 

external power supply" 
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105 pH METER, range: 0.0 to 14.0 pH, handheld, portable, power 

source: battery, one or two-point calibration 
 

 PR #290  

106 DIGITAL ROTARY VISCOMETER with the following 

specification: Power 220V, rotor specification: 2#, rotating 
speed: 30 rpm, product size: 370 x 325 x 281 mm with 1 year 

warranty 
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107 alcohol, ehtyl, 500mL  

108 clean gloves (medium)  

109 clean gloves (large)  

110 betadine 10% solution (120mL)  

111 disposable facemask  

112 sterilized gauze pad (4"x4")  

113 sterile water for injection (50mL)  

114 disposable syringe (1cc)  

115 disposable syringe (3cc)  

116 disposable syringe (5cc)  

117 first aid kit  

118 foley catheter (silicon coated) FR16  

119 lubricating jelly (5g/sachet)  

120 medical tuning fork  

121 patient gait belt  

 PR #345  



 

72 

 

122                    INCUBATOR                                              Capacity: 
4 cu. Ft.,  

Certifications/Compliance: CE Marked 

Controller Type: Microprocessor control with vacuum 

fluorescent display 
Capacity (Metric): 117 L  

Chamber Material: Stainless Steel 

Convection Technology: Gravity convection 

No. of Shelves: 2 supplied/16 max. 
Plug Type: Country-specific 

Temperature Range (Metric): Ambient +5° to 75°C 

Type: Microbiological Incubator 

Dimensions (D x W x H) Interior: 16.3x18.3 x 23.9 in. (41.4 x 
46.4 x 60.8 cm) 

Dimensions (L x W x H): 22.2 x 25.2 x 32.3 in. (56.5 x 64 x 

82 cm), Weight (112 lb.)                        

Weight (Metric): 51kg              
Electric requirements: 230 V, 50/60 Hz       

Voltage: 230 V                         

Wattage: 540 w                    

Amperage: 2.3 A                 
Frequency: 50/60 Hz " 

•Gravity convection provides gentle air flow and minimal 

drying out                                                       •Temperature 

range from ambient 5° to 75°C  
• Temperature uniformity of ±0.6°C (measured at 37°C) 

• Temperature stability of ±0.2°C (measured at 37 °C) 

• Corrosion-resistant stainless-steel chamber (AISI 430) 

• Intuitive user interface for setting temperature 
• Large, easy to read vacuum fluorescent display 

• Internal glass door allows sample viewing without impacting 

temperature 

• Exceptionally small footprint     • With AVR and UPS "         
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123 beaker, glass 50mL, Borosilicate  

124 beaker, glass 100mL, Borosilicate  

125 beaker, glass 250mL, Borosilicate  

126 beaker, glass 500mL, Borosilicate  

127 beaker, glass 1000mL, Borosilicate  

128 erlenmeyer flask glass, 50mL, Borosilicate  

129 erlenmeyer flask glass, 250mL, Borosilicate  

130 erlenmeyer flask glass, 500mL, Borosilicate  

131 erlenmeyer flask glass, 1000mL, Borosilicate  

132 test tube, glass 16x100mm, Borosilicate  

133 test tube, glass 18x100mm, Borosilicate  

134 petriplates, glass, 150mmx20mm, Borosilicate  

135 alcohol lamp with ceramic wick  

 PR #61  

136 sodium hydroxide, pellets, white, 1kg, analytical reagent, 

expiry date: 1 year after delivery 

 

137 hydrochloric acid, analytical grade 37%. 2.5L, expiry date: 2 

years after delivery 
 

138 citric acid AR laboratory analytical reagent 500g, expiry date: 

2 years after delivery 
 

139 sulfuric acid, ACS grade, 95.0 to 98.0% (w/w), amber glass 

bottle 

 

140 petroleum ether laboratory analytical reagent ACS grade, 4L, 

expiry date: 2 years after delivery 
 

141 chloroform ≥99% ACS reagent grade, 1L  
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142 potassium iodide, analytical grade, 500mL, expiry date: 1 year 

after delivery 

 

143 acetic acid, glacial, AR laboratory analytical reagent 2.5L, 

expiry date: 2 years after delivery 
 

144 sodium nitrite, ACS reagent, ≥97.0%, expiry date: 1 year after 

delivery 

 

145 zinc oxide, reagent grade, ACS, Reag.Ph Eurx., 500g, expiry 

date: 1 year after delivery 
 

146 potassium hydroxide 500g AR laboratory analytical reagent, 

500g, expiry date: 2 years after delivery 

 

147 dipotassium hydrogen phosphate (potassium phosphate 

dibasic) 500g AR laboratory reagent, expiry date: 2 years after 

delivery 

 

148 potassium dihydrogen phosphate (potassium phosphate 

monobasic) AR laboratory reagent, 1 kg, expiry date: 2 years 

after delivery 

 

149 CaCl2.2H20 laboratory grade, 500g, expiry date: 1 year after 

delivery 
 

150 sodium chloride AR laboratory analytical reagent 500g, expiry 

date: 2 years after delivery 

 

151 potassium chloride AR laboratory analytical reagent ACS 

grade 500g, expiry date: 2 years after delivery 
 

152 potassium sulfate 500g AR Laboratory analytical reagent, 

expiry date: 2 years after delivery 

 

153 Bendict's reagent, 500mL, expiry date: 1 year after delivery  

154 copper sulfate 500g AR laboratory analytical reagent, expiry 

date: 1 year after delivery 

 

155 glucose (dextrose) AR laboratory analytical reagent, 500g, 

expiry date: 2 years after delivery 
 

156 fructose AR laboratory analytical reagent grade 500g, expiry 

date: 2 years after delivery 

 

157 hexane AR laboratory analytical reagent ACS Grade in glass 

bottle, 2.5L, expiry date: 2 years after delivery 
 

158 sodium thiosulfate AR laboratory analytical reagent 500g, 

expiry date: 2 years after delivery 

 

159 ferric chloride/Iron (III) chloride CAS:7705-08-0 laboratory 

analysis reagent 500g, expiry date: 2 years after delivery 
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160 supply, delivery, installation, and commissioning of a 

DUCTLESS FUME HOOD (External size: at least 
1000*900*1200mm; Internal sie: at least 980*806*788mm; 

opening: at least 740mm; 230 m3/h airflow volume; 0.3-0.8 

m/s air velocity; ≤65 db (A) noise; 15W LED Lamp; ≥400lx 

illuminator. with built-n centrifugal blower; 220V 50/60Hz 
power supply; 150W consumption; main body material (PP 

Plate, 8mm thickness); work table material (chemical resistant 

phenolic resin); with complete accessories; with at least 1 year 

warranty; with training on the use of the equipment 
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161 digital precision electronic laboratory balance industrial 

weighing scale (up to 10 kg capacity, 0.1 g reading precision, 

bench scale type, with counting table top scale size 260mm 

Lx180mm W, 64mm H, not more than 3 min warm-up, with 
stainless steel pan, with power adaptor (7.5V 200mA), with 4 

pcs AA batteries. 
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162 petroleum ether (500mL/glass bottle). Analytical grade  

163 sodium hydroxide pellets (1kg/bot)  
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164 plate count agar standard method (500g/bottles); powder  

165 chlorine test strips (100 strips/bottles; free chlorine range 

(ppm); 0-25-50-200-500 
 

166 disposable 75% alcohol swab (100 pcs/box; 3x6cm/piece)  

 PR #236  

167 hoyer's mounting media 

- Contains trichloroacetaldehyde 60% by weight – 

600mg/g, 0.864/ml/synonyms: trichloroethanal, 

chloral 

Stable under recommended storage conditions 

 

 Fund Source: STF-NF  

 PR #305  

168 VERTICAL AUTOCLAVE – Capacity 50L, 200L Chamber 

Size, Designed Pressure, 0.28Mpa, Designed Temp., 134.0C, 

working pressure, 0.23MPa, working temp., 105!136 Temp., 
Display Accuracy, 0.10C, Timing Range, 0~999min Dynamic 

pulse, Exhaust times 0~9 times, Exhaust temp., 105~1360C, 

Temp. Holding range 45~650C 

Safety Features: 

- Over pressure. Safety valve can automatically open 

to release pressure. 

- Over temperature. The system will power off 

automatically. 

- Anti-dry out function. If water level is too low, 

system will power off and error code displays on 

screen. 

- Over current. Over voltage or electric leakage 

protection apparatus-air switch. 

-  Door cover. The door is covered with safety shell 

made of thermal insulation material, which can 

protect operator from burning by heat and looks 

nice 

Installation and Calibration, Request for free training with a 

certificate, Annual Calibration certificate for 2 years, PMS 

every 6 mos for 2 

 

169 BP SERIES ELECTRIC PRECISION BALANCE (External 
Calibration) 0-6100g 

Scope of Works: 

- Installation and calibration, request free training 

with a certificate, annual calibration certificate for 2 

years, PMS every 6mos for 2 years, 1 year 

warranty, power supply: AC220V±10%, 50/60Hz; 

110V±10%, 50/60Hz, power cord, no battery 

- Capacity: 0.1,000g 

- Readability: 10mg 

- Linear error: 20mg 

Standard accessory: Balance body, scale 

 

 PR #714  

170 DIGITAL MICROSCOPE (G1200D 12 MO, 7'' color screen 

LCD display 1-1200xcontinuous with light amplification 

magnifier, built in battery) 

 

171 VERNIER DIGITAL CALIPER 0-150mm high precision 

stainless steel electronic 

 

172 HANDHELD ILLUMINATED MAGNIFIER 3x 45x 

microscope magnifying glass with 3 LED light aid reading 

loupe 

 

 PR #310  
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173 Hotplate with stirrer                                          Plate size: 180 

x 180 mm 

Plate material: Ceramic 

Maximum temperature: 500℃ 

Rotational speed (rpm): 100-1500 

Mixing capacity (L): 10 

Accessories: Stirring bar set of 3(ceramic top plate, 15L 

capacity, backlit LCD for temperature and speed, 60*1600 rpm 

speed range)" 

 

 PR #55  

174 DIGITAL & HYDRAULIC HAND DYNAMOMETER; 

Measures from 0-200 lbs or 90 kg; accommodates small and 

large hand sizes, with five grip positions from 1.375&quot; to 

3.375&quot; dual scale readout measures isometric grip force 
in both pounds and kilograms; peak hold needle retains the 

highest reading until reset; scratch-resistant UV coating 

protects all digital components for damage, the unit does not 

have internal moving parts, one year warranty, include items, 
carrying case, complete manuals with use and complete 

instructions for hand strength and flexibility training, 

calibration certificate in compliance with ISO/IEC 17025 and 

its traceable to NIST 

 

175 Digital Weighing Scale (SECA 874), capacity: 200 kg/440 

lbs  

- graduation: 50g &lt; 150 kg &gt; 100g/lbs &lt; 330 

lbs &gt; 0.2 lbs 

- dimensions (WxHxD): 321x61x362mm / 

12.6x2.4x14.3 &quot 

- Dimensions/platform (WxHxD): 288x60x280mm / 

11.3x2.4x11 &quot 

- Weight: 4.1kg / 8.9 lbs 

- Power supply: batteries, functions: mother/child-

function, auto-HOLD, kg/lbs switch over, with 5-

10 kg calibration weights 

With 1 year warranty plus calibration after expiration of 

warranty must certified distributor of Digital Weighing Scale 

(SECA 874) offered brand from the manufacturer 

 

 PR #736  

176 LABORATORY DRYING RACK; wall mount, premium PP 

27-52 Pillars draining rack glassware detachable; color: 

gray/black; material: polypropylene (PP), Peg length: 

13cm.5.1 in. 
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Section VIII. Checklist of Technical and 

Financial Documents  
 

 

 

Notes on the Checklist of Technical and Financial Documents 
 

 

The prescribed documents in the checklist are mandatory to be submitted in the Bid, but 

shall be subject to the following:  

 

a. GPPB Resolution No. 09-2020 on the efficient procurement measures during a State 

of Calamity or other similar issuances that shall allow the use of alternate documents 

in lieu of the mandated requirements; or 

 

b. Any subsequent GPPB issuances adjusting the documentary requirements after the 

effectivity of the adoption of the PBDs.   

 

The BAC shall be checking the submitted documents of each Bidder against this checklist 

to ascertain if they are all present, using a non-discretionary “pass/fail” criterion pursuant to 

Section 30 of the 2016 revised IRR of RA No. 9184. 
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Checklist of Technical and Financial Documents 
 

I. TECHNICAL COMPONENT ENVELOPE 

   

 Class “A” Documents 

  

 Legal Documents 

 (a) Valid PhilGEPS Registration Certificate (Platinum Membership) (all pages) in accordance with 

Section 8.5.2 of the IRR; 

   

 Technical Documents 

 (b) Statement of the prospective bidder of all its ongoing government and private contracts (Form A), 

including contracts awarded but not yet started, if any, whether similar or not similar in nature and 

complexity to the contract to be bid; and  

 (c) Statement of the bidder’s Single Largest Completed Contract (SLCC) (Form B) similar to the 

contract to be bid, except under conditions provided for in Sections 23.4.1.3 and 23.4.2.4 of the 

2016 revised IRR of RA No. 9184, within the relevant period as provided in the Bidding Documents; 

and 

 (d) Original copy of Bid Security. If in the form of a Surety Bond, submit also a certification issued by 

the Insurance Commission or Original copy of Notarized Bid Securing Declaration (Form C); and 

 (e) Conformity with the Technical Specifications, which may include production/delivery schedule, 

manpower requirements, and/or after-sales/parts, if applicable; and 

 (f) Original duly signed Omnibus Sworn Statement (OSS) (Form D) and if applicable, Original 

Notarized Secretary’s Certificate in case of a corporation, partnership, or cooperative; or Original 

Special Power of Attorney of all members of the joint venture giving full power and authority to its 

officer to sign the OSS and do acts to represent the Bidder. 

 
  

 Financial Documents 

  (g) The prospective bidder’s Audited Financial Statements, showing, among others, the prospective 

bidder’s total and current assets and liabilities, stamped “received” by the BIR or its duly accredited 

and authorized institutions, for the preceding calendar year which should not be earlier than two (2) 

years from the date of bid submission; and 

 (h) The prospective bidder’s computation of Net Financial Contracting Capacity (NFCC) (Form G) 

or A committed Line of Credit from a Universal or Commercial Bank in lieu of its NFCC 

computation. 

 
  

 Class “B” Documents 

   

 (i) If applicable, a duly signed joint venture agreement (JVA) in case the joint venture is already in 

existence or duly notarized statements from all the potential joint venture partners stating that they 

will enter into and abide by the provisions of the JVA in the instance that the bid is successful. 

 
II. FINANCIAL COMPONENT ENVELOPE 

  

 (j) Original of duly signed and accomplished Financial Bid Form (Form E); and 

 (k) Original of duly signed and accomplished Price Schedule(s) (Form F). 

   

 Other documentary requirements under RA No. 9184 (as applicable) 

 (l) [For foreign bidders claiming by reason of their country’s extension of reciprocal rights to 

Filipinos] Certification from the relevant government office of their country stating that Filipinos 

are allowed to participate in government procurement activities for the same item or product. 

 (m) Certification from the DTI if the Bidder claims preference as a Domestic Bidder or Domestic Entity. 
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Forms 
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Form A 

 
STATEMENT OF ALL ONGOING GOVERNMENT & PRIVATE CONTRACTS 

INCLUDING CONTRACTS 

AWARDED BUT NOT YET STARTED 

 

Business Name: __________________________________________________ 

Business Address: _________________________________________________ 

 
     Amount 

Name of Contract/ 
Project Cost 

Date of 
Contract 

Title of the 
Contract/ 

Project 

Name 

Kinds of 
Goods 

Date of 
Delivery 

Contract 
Amount 

Value of 
Outstanding 

Contract 

Government       

       

       

       

Private       

       

       

       

     TOTAL  

Note: This statement shall be supported by: 

1. State all ongoing contracts including those awarded but not yet started (government and 

private contracts which may be similar or not similar to the project called for bidding) as of: 

(The day before the deadline of submission of bids.) 

2. If there is no ongoing contract including awarded but not yet started as of the aforementioned period, 

state none or equivalent term. 

3. This document should be supported by NOA, NTP and Contract whichever is applicable. 

 

 

Submitted by: ______________________________________________ 

(Printed Name & Signature of Authorized Representative) 

 

Designation __________________________________ Date: _______________ 
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Form B 

 

STATEMENT OF SINGLE LARGEST COMPLETED CONTRACT 

 

Business Name: __________________________________________________ 

   Business Address: __________________________________________________ 

 
Name of 

Contract/ 

Project Cost 

Date of 

Contract 

Contract 

Duration 

Title of 

the 

Contract/ 
Project 

Name 

Kinds of 

Goods 

Total 

Amount 

of 
Contract 

Date of 

Date of 

Acceptance* 

End user’s 

Acceptance 

or Official 
Receipt(s) 

Issued for 

the Contract 

        

        

        

        

        

        

        

        

 

Submitted by: _________________________________________________ 

(Printed Name & Signature) 

Designation: ___________________________________________ 

Company Name: __________________________________________ 

Date: ___________________________________________ 

Instructions: 

a) The SLCC should have been completed (i.e., accepted) within two (2) years prior to the 

deadline for the submission and receipt of bids; 

b) Similar contract shall refer to Supply, Delivery, and Installation of Various Laboratory Supplies 

and Equipment 

c) Pursuant to Section 23.4.1.3 of the 2016 Revised IRR of RA No. 9184, the Bidder shall have 

an SLCC that is at least one (1) contract similar to the Project, and whose value, adjusted to 

current prices using the PSA’s CPI, must be at least equivalent to at least fifty percent (50%) 

of the ABC to be bid; 

d) This document shall be supported by the following: 

1. Contract with NTP 

2. OR/Sales Invoice  

 

* Date of Acceptance shall mean the date when the items delivered have satisfactorily met the 

requirements of the procuring entity, as evidenced by either a Certificate of Final Acceptance, 

Completion from the bidder’s client, or an Official Receipt or a Sales Invoice 
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Form C 

Bid Securing Declaration Form 

[shall be submitted with the Bid if bidder opts to provide this form of bid security] 

REPUBLIC OF THE PHILIPPINES) 

CITY OF _______________________) S.S. 

  

BID SECURING DECLARATION 

Project Identification No.: [Insert number] 

  

To: [Insert name and address of the Procuring Entity] 

  

I/We, the undersigned, declare that: 

1. I/We understand that, according to your conditions, bids must be supported by a Bid Security, which 

may be in the form of a Bid Securing Declaration. 

2. I/We accept that: (a) I/we will be automatically disqualified from bidding for any procurement 

contract with any procuring entity for a period of two (2) years upon receipt of your Blacklisting 

Order; and, (b) I/we will pay the applicable fine provided under Section 6 of the Guidelines on the 

Use of Bid Securing Declaration, within fifteen (15) days from receipt of the written demand by the 

procuring entity for the commission of acts resulting to the enforcement of the bid securing 

declaration under Sections 23.1(b), 34.2, 40.1 and 69.1, except 69.1(f),of the IRR of RA No. 9184; 

without prejudice to other legal action the government may undertake. 

3. I/We understand that this Bid Securing Declaration shall cease to be valid on the following 

circumstances:  

a. Upon expiration of the bid validity period, or any extension thereof pursuant to your request; 

b. I am/we are declared ineligible or post-disqualified upon receipt of your notice to such effect, 

and (i) I/we failed to timely file a request for reconsideration or (ii) I/we filed a waiver to avail 

of said right; and 

c. I am/we are declared the bidder with the Lowest Calculated Responsive Bid, and I/we have 

furnished the performance security and signed the Contract. 

IN WITNESS WHEREOF, I/We have hereunto set my/our hand/s this ____ day of [month] [year] at 

[place of execution].                                                   

[Insert NAME OF BIDDER OR ITS AUTHORIZED 

REPRESENTATIVE] 

[Insert signatory’s legal capacity] 

Affiant 

[Jurat] 

[Format shall be based on the latest Rules on Notarial Practice]
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Form D 

 

Omnibus Sworn Statement (Revised) 

[shall be submitted with the Bid] 

REPUBLIC OF THE PHILIPPINES) 

CITY/MUNICIPALITY OF ______) S.S. 

 AFFIDAVIT 

I, [Name of Affiant], of legal age, [Civil Status], [Nationality], and residing at [Address of Affiant], 

after having been duly sworn in accordance with law, do hereby depose and state that: 

 

1. [Select one, delete the other:] 

[If a sole proprietorship:] I am the sole proprietor or authorized representative of [Name of Bidder] 

with office address at [address of Bidder]; 

[If a partnership, corporation, cooperative, or joint venture:] I am the duly authorized and 

designated representative of [Name of Bidder] with office address at [address of Bidder]; 

 

2. [Select one, delete the other:] 

[If a sole proprietorship:] As the owner and sole proprietor, or authorized representative of [Name 

of Bidder], I have full power and authority to do, execute and perform any and all acts necessary to 

participate, submit the bid, and to sign and execute the ensuing contract for [Name of the Project] 

of the [Name of the Procuring Entity], as shown in the attached duly notarized Special Power of 

Attorney; 

[If a partnership, corporation, cooperative, or joint venture:] I am granted full power and authority 

to do, execute and perform any and all acts necessary to participate, submit the bid, and to sign and 

execute the ensuing contract for [Name of the Project] of the [Name of the Procuring Entity], as 

shown in the attached [state title of attached document showing proof of authorization (e.g., duly 

notarized Secretary’s Certificate, Board/Partnership Resolution, or Special Power of Attorney, 

whichever is applicable;)]; 

  

3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the Philippines 

or any of its agencies, offices, corporations, or Local Government Units, foreign 

government/foreign or international financing institution whose blacklisting rules have been 

recognized by the Government Procurement Policy Board, by itself or by relation, membership, 

association, affiliation, or controlling interest with another blacklisted person or entity as 

defined and provided for in the Uniform Guidelines on Blacklisting; 

  

4. Each of the documents submitted in satisfaction of the bidding requirements is an authentic copy 

of the original, complete, and all statements and information provided therein are true and correct; 

  

5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized 

representative(s) to verify all the documents submitted; 

 

6. [Select one, delete the rest:] 

[If a sole proprietorship:] The owner or sole proprietor is not related to the Head of the Procuring 

Entity, members of the Bids and Awards Committee (BAC), the Technical Working Group, and the 



 

83 

 

BAC Secretariat, the head of the Project Management Office or the end-user unit, and the project 

consultants by consanguinity or affinity up to the third civil degree; 

[If a partnership or cooperative:] None of the officers and members of [Name of Bidder] is related 

to the Head of the Procuring Entity, members of the Bids and Awards Committee (BAC), the 

Technical Working Group, and the BAC Secretariat, the head of the Project Management Office or 

the end-user unit, and the project consultants by consanguinity or affinity up to the third civil 

degree; 

[If a corporation or joint venture:] None of the officers, directors, and controlling stockholders of 

[Name of Bidder] is related to the Head of the Procuring Entity, members of the Bids and Awards 

Committee (BAC), the Technical Working Group, and the BAC Secretariat, the head of the Project 

Management Office or the end-user unit, and the project consultants by consanguinity or affinity 

up to the third civil degree; 

 

7. [Name of Bidder] complies with existing labor laws and standards; and 

  

8. [Name of Bidder] is aware of and has undertaken the responsibilities as a Bidder in compliance 

with the Philippine Bidding Documents, which includes: 

 

a. Carefully examining all of the Bidding Documents; 

b. Acknowledging all conditions, local or otherwise, affecting the implementation of the 

Contract; 

c. Making an estimate of the facilities available and needed for the contract to be bid, if any; 

and 

d. Inquiring or securing Supplemental/Bid Bulletin(s) issued for the [Name of the Project]. 

  

9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, or any 

form of consideration, pecuniary or otherwise, to any person or official, personnel or 

representative of the government in relation to any procurement project or activity. 

 

10. In case advance payment was made or given, failure to perform or deliver any of the 

obligations and undertakings in the contract shall be sufficient grounds to constitute criminal 

liability for Swindling (Estafa) or the commission of fraud with unfaithfulness or abuse of 

confidence through misappropriating or converting any payment received by a person or 

entity under an obligation involving the duty to deliver certain goods or services, to the 

prejudice of the public and the government of the Philippines pursuant to Article 315 of Act 

No. 3815 s. 1930, as amended, or the Revised Penal Code. 

 

IN WITNESS WHEREOF, I have hereunto set my hand this __ day of ___, 20__ at ____________, 

Philippines. 

[Insert NAME OF BIDDER OR ITS AUTHORIZED 

REPRESENTATIVE] 

[Insert signatory’s legal capacity] 

                      Affiant 

 

[Jurat] 

[Format shall be based on the latest Rules on Notarial Practice]
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Form E 

 

Bid Form for the Procurement of Goods 

[shall be submitted with the Bid] 

 
BID FORM 

Date: _________________ 

                                                               Project Identification No.: _________________ 

To:  [name and address of Procuring Entity] 

Having examined the Philippine Bidding Documents (PBDs) including the Supplemental or 

Bid Bulletin Numbers [insert numbers], the receipt of which is hereby duly acknowledged, we, the 

undersigned, offer to [supply/deliver/perform] [description of the Goods] in conformity with the said 

PBDs for the sum of [total Bid amount in words and figures] or the total calculated bid price, as 

evaluated and corrected for computational errors, and other bid modifications in accordance with the 

Price Schedules attached herewith and made part of this Bid.  The total bid price includes the cost of all 

taxes, such as, but not limited to: [specify the applicable taxes, e.g. (i) value added tax (VAT), (ii) income 

tax, (iii) local taxes, and (iv) other fiscal levies and duties], which are itemized herein or in the Price 

Schedules, 

     If our Bid is accepted, we undertake: 

a. to deliver the goods in accordance with the delivery schedule specified in the 

Schedule of Requirements of the Philippine Bidding Documents (PBDs); 

 

b. to provide a performance security in the form, amounts, and within the times 

prescribed in the PBDs; 

 

c. to abide by the Bid Validity Period specified in the PBDs and it shall remain binding 

upon us at any time before the expiration of that period. 

 

[Insert this paragraph if Foreign-Assisted Project with the Development Partner: 

Commissions or gratuities, if any, paid or to be paid by us to agents relating to this Bid, and to 

contract execution if we are awarded the contract, are listed below: 

Name and address Amount and Purpose of agent Currency Commission or gratuity 

 

________________________________________________ 

________________________________________________ 

________________________________________________ 

 

(If none, state “None”)] 

Until a formal Contract is prepared and executed, this Bid, together with your written 

acceptance thereof and your Notice of Award, shall be binding upon us. 

We understand that you are not bound to accept the Lowest Calculated Bid or any Bid you may 

receive. 

      We certify/confirm that we comply with the eligibility requirements pursuant to the PBDs. 

      The undersigned is authorized to submit the bid on behalf of [name of the bidder] as evidenced by 

the attached [state the written authority]. 
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     We acknowledge that failure to sign each and every page of this Bid Form, including the attached 

Schedule of Prices, shall be a ground for the rejection of our bid.   

 

Name: ___________________________________________________________________ 

Legal capacity: _____________________________________________________________ 

Signature:  ________________________________________________________________       

Duly authorized to sign the Bid for and behalf of: __________________________________                                                                

Date: ___________________
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Form F 

 

Price Schedule for Goods Offered from Within the Philippines 

[shall be submitted with the Bid if bidder is offering goods from within the Philippines] 

 

For Goods Offered from Within the Philippines 

Name of Bidder ________________________ Project ID No._________ Page ___of___ 

1 2 3 4 5 6 7 8 9 10 

Item Description Country of 

origin 

Quantity Unit price 

EXW per 

item 

Transportation 

and all other 

costs incidental 

to delivery, per 

item 

Sales and 

other taxes 

payable if 

Contract is 

awarded, 

per item 

Cost of 

Incidental 

Services, if 

applicable, 

per item 

Total 

Price, per 

unit 

(col 

5+6+7+8) 

Total Price 

delivered Final 

Destination 

(col 9) x 

(col 4) 

  

  
  

  

                  

  

Name: ___________________________________________________________________ 

Legal Capacity: ____________________________________________________________ 

Signature: ________________________________________________________________       

Duly authorized to sign the Bid for and behalf of: __________________________________ 
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Form G 

FINANCIAL DOCUMENTS FOR ELIGIBILITY CHECK 

 

A. Summary of the Applicant Supplier’s/Distributor’s/Manufacturer’s assets and liabilities on the 

basis of the attached income tax return and Audited Financial Statement, stamped 

“RECEIVED” by the Bureau of Internal Revenue or BIR authorized collecting agent, for the 

immediately preceding year and a certified copy of Schedule of Fixed Assets particularly the 

list of construction equipment. 

 

  Year 20__ 

1.  Total Assets  

2.  Current Assets  

3.  Total Liabilities  

4.  Current Liabilities  

5.  Net Worth (1-3)  

6.  Net Working Capital (2-4)  

 

B. The Net Financial Contracting Capacity (NFCC) based on the above data is computed as 

follows: 

 

NFCC = [(Current assets minus current liabilities) (15)] minus the value of all outstanding or 

uncompleted portions of the projects under ongoing contracts, including awarded contracts yet 

to be started coinciding with the contract to be bid. 

 

NFCC = __________________________ 

 

The values of the domestic bidder’s current assets and current liabilities shall be based on the 

latest Audited Financial Statements submitted to the BIR. 

 

For purposes of computing the foreign bidders’ NFCC, the value of the current assets and 

current liabilities shall be based on their Audited Financial Statements prepared in accordance 

with international financial reporting standards. 

 

Or 

 

Commitment from licensed bank to extend to it a credit line if awarded the contract or a cash 

deposit certificate in the amount at least 10% of the proposed budget to bid. 

 

Name of Bank: ____________________________  Amount: _______________ 

 

 

Herewith attached are certified true copies of the income tax return and audited financial statement: 

stamped “RECEIVED” by the BIR or BIR authorized collecting agent for the immediately preceding 

year. 

 

Submitted by: 

 
  

 Name of Supplier / Distributor / Manufacturer 

  

 Signature of Authorized Representative 

  

 Date 

 
NOTE: If Partnership or Joint Venture, each Partner or Member Firm of Joint Venture shall submit the above requirements.
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